
 

 

 

March 19, 2021 

 

 

42ND STREET OVERLAY, P21162 

 

 

Q. Detail 1 on sheet J1 speaks about how the AC paving is going to be paid for and it’s clarified in yesterday’s 

memo. My questions is, based on the note stating to refer to Standard Drawing 3-12 for sidewalks which then refers 

us to Standard Drawing 3-1 for typical streets for the depth of rock beneath the concrete curb & gutter, is the intent 

to require all curb & gutter and paving at the ADA ramp retrofits to have 12-14” of crushed rock beneath them and 

the typical 2” of rock beneath the flatwork? 

 

A. Yes, we want the rock thickness under the curb and gutter as well as HMAC. As the demo was done, we want 

the contractor to do their best to protect the existing aggregate. We have only dugout and rebuilt if absolutely 

necessary, based on conditions once exposed and/or damage. If the underlying aggregate is left as undisturbed as 

possible and is well compacted, it provides a satisfactory base. 

 

 

 

 

 

CITY OF SPRINGFIELD, OREGON 

             DEVELOPMENT AND PUBLIC WORKS DEPARTMENT 

 
 
  

 

 
 

225 FIFTH STREET    
SPRINGFIELD, OR 97477 

(541) 726-3753 
FAX (541) 726-3689 

www.springfield-or.gov 


