
  

  

 

 

 

City of Springfield 

Development and Public Works 
 

 

INVITATION TO BID 
 

Project #P11021 

 

ADA Restroom Remodel 
 

THIS ABRIDGED BID BOOK DOES NOT CONTAIN ALL DOCUMENTS REQUIRED TO SUBMIT YOUR 

BID. YOU MUST PURCHASE A BID BOOK FROM THE CITY OF SPRINGFIELD (SOUTHEAST QUAD) 

255 5TH STREET, SPRINGFIELD, OR 97477.  
 

…………………………………… 
 

A MANDATORY pre-bid meeting will be held on Tuesday, June 10th, 2025, at 
10:00 am. The meeting will be held in person at: 

 

City of Springfield – Room 3  
225 Fifth Street  

Springfield, OR 97477  
 
 
The deadline for submitting questions regarding this Invitation to Bid prior to Bid opening is Monday, 
June 16th, 2025, at 5:00pm. All questions should be addressed to Amanda Clinton, Sr. Contracts Analyst, 
at aclinton@springfield-or.gov or 541-726-3628.  

 
Any contact with other City officials may be grounds for disqualification of the Bid. 

 
 

Please Take Note:   
➢ The complete set of bid documents for this project consists of the Bid Book and Plan Set with 

Standard Drawings.  
 

➢ For your Bid to be considered responsive, you must submit the required forms listed in the 
Instruction to Bidders, Page 2, Section 5. 

 
➢ Any addendums or revisions must be acknowledged and submitted with your Bid. You are not 

required to submit the Plan Set and Standard Drawings as a part of your Bid. 

mailto:aclinton@springfield-or.gov
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Book 1: Invitation to Bid Documents



CITY OF SPRINGFIELD, OREGON 
Invitation to Bidders 

 
Public Works Capital Improvement Project 

 
 

Project No. P11021 

 

                  Title:  City Hall ADA Restroom Remodel 
 

 

Description: The proposed work involves providing all necessary labor, equipment, and materials to remodel a 

restroom in City Hall. The remodel will incorporate ADA accessibility features, enhance modern functionality, and 

ensure the facility aligns with the City’s ongoing commitment to equity, safety, and infrastructure modernization. All 
work can be conducted inside City Hall and can be constructed during the winter season. 

 

A MANDATORY pre-bid meeting will be held on Tuesday, June 10th, 2025, at 10:00 am. The meeting will 

be held in person at:  
 

City of Springfield – Room 3 

225 Fifth Street 
Springfield, OR 97477 

 
 

Bid documents are available for purchase at the City of Springfield – City Hall, Development and Public 

Works, Southeast Quad, 

225 Fifth Street, Springfield, OR 97477, for a non-refundable fee of $35.00. Documents may also be 
viewed on-site at this location. 

An abridged version of the bid documents is available online at: 
https://springfield-or.gov/?page_id=81268&preview=true 

Please note: Bid books on file with plan centers are incomplete and cannot be used to submit a 
complete bid. 

The deadline for submitting questions regarding this Invitation to Bid (ITB) is Monday, June 16, 2025, at 

5:00 p.m. Direct all questions to: Amanda Clinton, Sr. Contracts Analyst, Phone: 541-726-3628, Email: 
aclinton@springfield-or.gov. Important: Contact with other City officials regarding this ITB may result in 
disqualification of the bid. 

Accessibility and Special Assistance: Bidders requiring special assistance or auxiliary aids during the 

bidding and award process should contact: Casilda Figueroa, Phone: 541-744-3381, Email: 
cgonzalesfigueroa@springfield-or.gov.  

• For hearing assistance or a sign language interpreter, please submit your request at least two (2) 

business days in advance. 

• For all other accommodations, please provide at least five (5) business days’ notice before the 
event. 

• Assistive listening systems are available in the Municipal Courtrooms and City Council 

Chambers. 

• TTY users may dial Oregon Relay Services at 711. 

• Requests for documents in alternate formats should be made at least ten (10) calendar days in 
advance to allow time for processing. Submission deadlines may be extended at the City’s discretion to 
accommodate such requests. 

This project is subject to state prevailing wage rates in accordance with ORS 279C.800 to 279C.870. 

Each bid must include a statement indicating whether the bidder is a “resident bidder”, as defined in 
ORS 279A.120. 

https://springfield-or.gov/?page_id=81268&preview=true
mailto:aclinton@springfield-or.gov
mailto:cgonzalesfigueroa@springfield-or.gov


Pursuant to ORS 279C.365, the City will not consider any bid unless it includes a statement from the bidder 
confirming their intent to comply with ORS 279C.838 through ORS 279C.870 regarding prevailing wages. 

All contractors performing work on this project must have: 

• A current, valid license issued by the Oregon Construction Contractors Board, as required under 

ORS 701, and 

• If applicable, a valid license issued by the Oregon State Landscape Contractors Board for work 
covered under ORS 671.520, in compliance with ORS 671.560. 

All required licenses must be active and valid at the time the bid is submitted. 

The City of Springfield reserves the right to reject any or all bids that do not comply with the prescribed 
public bidding procedures and requirements, including the obligation to demonstrate bidder 
responsibility as defined in ORS 279C.375. 

The City may also waive minor irregularities that do not affect substantial rights and may reject any or all bids 

for good cause, upon determining that such action is in the public interest. The City will accept the bid(s) 
that, in the opinion of the Springfield City Council, are in the best interest of the City. 

The City of Springfield strongly encourages participation from contractors, subcontractors, and firms that 
are minority-owned, woman-owned, and emerging small businesses (MWESB) in all City projects. 

Sealed bids will be accepted at:  

City Hall – Development and Public Works, Southeast Quad, Attn: Sr. Contracts Analyst, Amanda 
Clinton, 225 Fifth Street, Springfield, OR 97477, Until 1:59 p.m. local time on Thursday, June 26, 
2025. 

All bids received by the deadline will be publicly opened and read aloud at the bid opening, scheduled for 2:00 
p.m. on the same day. The bid opening will be conducted virtually via Microsoft Teams. 

 

Microsoft Teams meeting 

Join on your computer, mobile app, or room device 
Click here to join the meeting 

Meeting ID: 280 586 977 806 2 
Passcode: hk7wK784 

Download Teams | Join on the web 
 
 

 
 

 
   

 
         Solicitation Number S3890 

Published:  Daily Journal  of Commerce &  The  Chronicle,  OregonBuys.com

ITB3  Rev  10/2024

https://teams.microsoft.com/l/meetup-join/19%3ameeting_ZDE2MDMxNjctN2FjZC00NmY0LTlmZmItYmMwNDlkZDNmYmQ1%40thread.v2/0?context=%7b%22Tid%22%3a%227014a0bb-7532-4f1b-9cda-396263970a2a%22%2c%22Oid%22%3a%22e77831c6-549a-48cb-80e6-4b89454c6c0d%22%7d
https://teams.microsoft.com/l/meetup-join/19%3ameeting_ZDE2MDMxNjctN2FjZC00NmY0LTlmZmItYmMwNDlkZDNmYmQ1%40thread.v2/0?context=%7b%22Tid%22%3a%227014a0bb-7532-4f1b-9cda-396263970a2a%22%2c%22Oid%22%3a%22e77831c6-549a-48cb-80e6-4b89454c6c0d%22%7d
https://www.microsoft.com/en-us/microsoft-teams/download-app
https://www.microsoft.com/microsoft-teams/join-a-meeting
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Construction Bid Submittal                                                              
 

Project No.  P11021 
 

Project Title: ADA Restroom Remodel 
 

 

Item 
Description 

Approx. 
Per Unit Price Total Price 

No. Quantity 

01 Concrete Slab 1 LS    

02 Demolition 1 LS    

03 Demo Finishes 1 LS    

04 Demo MEP 1 LS    

05 Framed Walls 1 LS    

06 Painting & Insulation 1 LS    

07 Windows 1 LS    

08 Doors, Frames & Hardware 1 LS    

09 Interior Signage 1 EA    

10 Toilet & Bath Accessories 1 LS    

11 Finish Carpentry 1 LS    

12 Floor Covering 1 EA    

13 Wall Base 1 LS    

14 Ceilings 1 LS    

15 Fixtures 1 LS    

16 Plumbing Piping 1 LS    

17 Connections & Accessories 1 LS    

18 General Conditions for Plumbing 1 EA    

19 HVAC Equipment - Exhaust Fan 1 EA    

20 Distribution Systems 1 LS    

21 General Conditions for HVAC 1 EA    

22 Fire Sprinkler System 1 EA    

23 Power & Lighting 1 LS    

24 Low Voltage - Fire Alarm System 1 LS    

25 Construction Protection & Security 1 LS    

  Total:  Total: 

 
 
 

City of Springfield 

225 Fifth Street 

Springfield, OR 97477 
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Terms, Declarations and Bid Submittal 
 

Bidder’s Understanding 
Bidders shall determine for themselves all the conditions and circumstances affecting the projected cost of 

the proposed work by personal examination of the site, Contract documents, and by such other means they 

may deem to be necessary.  It is understood and agreed that in the event the City has obtained information 
from data at hand regarding underground or other conditions or obstructions depicted in the Contract 

documents, there is no expressed or implied agreement that such conditions are fully or correctly shown, and 
the Bidder must take into consideration the possibility that conditions affecting the cost or quantity of work 

may differ from those indicated. 
 

The Bidder is familiar with and is satisfied as to all federal, state and local laws and regulations that may 

affect cost, progress, and performance of the work. 
 

Bid 
The undersigned Bidder having examined the Specifications and Contractual Documents and having satisfied 

themselves as to all conditions to be encountered, hereby proposes to furnish all labor, material and 

equipment and perform all work necessary to complete the project in accordance with this Bid, the Contract 
Plans, Oregon Standard Specifications for Construction, with revisions specific to Springfield 

for Section 100, Parts 00200 through 03000 of the 2024 Oregon Standard Specifications for Construction, 
the Special Provisions, and all other Contractual Documents at the prices and on the terms herein contained. 

 

The unit price Bids are submitted with the understanding that the quantities stated are approximate and are 
given only as the basis of calculation for comparison of Bids and determining that the unit prices are balanced 

and that final payment for all unit price items will be based on actual quantities. 
 

It is understood that in the instance of a discrepancy between the unit price and the extension (total price 
extension) the unit price shall govern.  The extension shall be determined by multiplying the unit price by the 

number of units (approximate quantity). 

 
Bid Guarantee 

As required by ORS 279C.365(5) each Bid shall be accompanied by a Bid Bond, cash, or a certified or 
cashier’s check written upon a bank in good standing and in a form acceptable to the City, payable to the 

Finance Director of the City of Springfield, Oregon, in an amount equal to at least 10 percent of the total 

amount of the Bid.  Bid Bonds shall be issued by a surety company registered to issue bonds in the State of 
Oregon, and utilizing a bond form acceptable to the City.  The City will accept AIA Document A310-2010.   

The Bid Bond may not be altered. 
 

Such Bid Guarantee shall be forfeited and become the property of the City in case the Bidder shall fail or 
neglect to furnish a satisfactory Performance and/or Payment Bond issued by a viable bond company 

acceptable to the City as required by ORS 279C.380 and to execute the Contract within ten (10) days 

(Saturday, Sunday, and holidays excepted) after receiving Contract from the City for execution.  For 
information regarding Performance and Payment Bond requirements see City of Springfield Contract 

document, Section 5. City Bonding. 
 

 

Bid Acceptance Period 
This Bid will remain subject to acceptance for a period of 60 days after the bid opening, or for such longer 

period of time that the Bidder may agree to in writing upon request of the City. 
 

 

Contract Award 
Bids will be accepted and awarded in accordance with Oregon Public Contracting Law and the City’s most 

recent version of the Standard Construction Specifications.  
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Prior to awarding the Contract, the City may, at its sole discretion, require Contractors and/or Subcontractors 
to demonstrate to the City’s satisfaction that they have a complete and clear understanding of all 

requirements of the Prevailing Wage Rate Laws contained in ORS 279C.800 through 279C.870 and possess 
the expertise necessary for fulfilling their obligations pertaining to these requirements throughout the 

administration of the Contract.  In determining competency, the City may consider Certified Payroll Reports 

submitted by the Contractor and/or Subcontractor for projects previously performed for the City, copies of 
Certified Payroll Reports submitted to other public entities, references from other public entities attesting to 

the Contractor’s expertise, or an interview with the Contractor regarding their personnel resources and 
expertise or their ability to obtain the resources and expertise necessary to meet all contractual 

responsibilities in accordance with ORS 279C.375. 
 

Time is of the Essence 

Time is of the essence in the Contractor’s performance of the Contract.  Delays in the Contractor’s 
performance of the work may inconvenience the public, interfere with business and commerce, and increase 

cost to the City.  It is essential and in the public interest that the Contractor prosecute the work vigorously to 
Contract completion.  The City does not waive any rights under the Contract by permitting the Contractor to 

continue to perform the Contract, or any part of it, after the Contract Time of Completion shown below, or as 

adjusted by Contract Change Order, has expired. 
 

Liquidated Damages 
The City of Springfield and the Contractor agree that; (a) the amounts so fixed are reasonable forecasts of 

just compensation for the harm that is caused by the breach; (b) the harm that is caused by the breach is 
one that is incapable of or very difficult of accurate estimation; and, (c) the amount so fixed is not fixed as a 

penalty to coerce performance of the Contract but is rather intended to be a genuine pre-estimation of injury 

to the City of Springfield in lieu of performance within the contract time by the Contractor. 
 

a. Delay 
It is agreed by the City of Springfield and by the Contractor that the need exists for a damage provision 

in the event the Contractor fails to complete the work within the Contract time specified, or any extension 

thereof, by the City of Springfield.  The City of Springfield and the Contractor further agree that the 
Contractor shall be liable to the City of Springfield for fixed, agreed and liquidated damages for each and 

every calendar day of delay in the amount of $500.00 per day in accordance with Subsection 180.85 of 
the Standard Construction Specifications.   

 
b. Failure to Report Spills 

The Contractor also agrees to liquidated damages in the amount of $500.00 per incident for failure to 

report sewage spills plus an amount sufficient to reimburse the City for any civil and administrative 
penalties paid by the City as a result of the contractor’s failure to report.  Failure to report sewage spills 

may subject the City to (1) civil penalties of up to $32,500.00 per day of violation pursuant to Section 
309(d) of the Clean Water Act, 33 U.S.C. § 1319(d); (2) administrative penalties of up to $11,000.00 per 

day for each violation, pursuant to Section 309(g) of the Clean Water Act, 33 U.S.C. § 1319(g); or (3) 

civil action in federal court for injunctive relief pursuant to Section 309(b) of the Clean Water Act, 33 
U.S.C. § 1319(b). 

 
Contract Time of Completion 

The Contractor shall not commence work under this Bid until they have received a written Notice to Proceed 

and a pre-construction meeting has been conducted. The Contractor must complete all work within 120 
working days from the official start date indicated in the Notice to Proceed. Since the project is located inside 

City Hall, construction may be scheduled during the winter months. However, completion within the 120 
working-day limit is still required, regardless of the season. 

 
The Contractor shall apply for any extensions of time as specified in Subsection 180.80 of the Standard 

Construction Specifications. 
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Certifications 
The undersigned hereby certifies that:   

 
1.) If awarded the Contract, that they shall fully comply with all provisions regarding the prevailing wage 

rates as required by ORS 279C.800 to 279C.870 and/or 40 U.S.C. 2762 as applicable. 

 
2.) The Contractor, Subcontractor, suppliers of materials or services, and others engaged by the 

Contractors, shall comply at all times with and observe all such laws, ordinances, regulations, orders, 
and decrees; and shall hold harmless and indemnify the City of Springfield and its representatives 

against any claim or liability arising from or based on the violation of any such law, ordinance, 
regulation, order, or decree. 

 

3.) The Contractor, Subcontractor or other person doing, or contracting to do, or contracting for the whole 
or any part of the work on the Contract shall comply with all applicable requirements of Federal and 

State civil rights and rehabilitation statutes, rules and regulations. 
 

4.) In conformance with OAR 137-049-0440(3) and ORS 279A.110(4) the Contractor has not, and will not, 

discriminate against a Subcontractor in the awarding of a subcontract because the Subcontractor is a 
minority, women or emerging small business enterprise certified under ORS 200.055 or a business 

enterprise that is owned or controlled by or that employs a disabled veteran, as defined in ORS 
408.225. 

 
5.) In accordance with ORS 279C.505, the Contractor will; 

 

a.) Make payment promptly, as due, to all persons supplying to the Contractor labor or material for the 

performance of the work provided for in the Contract. 
 

b.) Promptly pay all contributions or amounts due the State Industrial Accident Fund, or private carrier 
of accident insurance, from such Contractor or Subcontractor incurred in the performance of the 

Contract.  If a private carrier is used, the Contractor shall notify the Engineer as to the carrier’s 

name and address before commencement of work. 
 

c.) Not permit any lien or claim to be filed or prosecuted against the state or a county, school district, 

municipality, municipal corporation or subdivision thereof, on account of any labor or material 

furnished. 
 

d.) Pay to the Department of Revenue all sums withheld from employees under ORS 316.167.   
 

e.) Have an employee drug testing program in place at the time of signing the contract and will 

maintain such drug testing program in place over the life of the Contract.  Upon request, the 

Contractor shall furnish a copy of the employee drug testing program to the City. 
 

6.) In accordance with ORS 279C.510, If demolition is involved, the Contractor shall salvage or recycle 
construction and demolition debris, if feasible and cost-effective as required by ORS 279C.510(1). 

If lawn or landscaping maintenance is involved, the Contractor shall compost or mulch yard waste in an 
approved site, if feasible and cost-effective as required by ORS 279C.510(2). 

 

7.)   In accordance with ORS 279C.520, no person will be employed by the Contractor or Subcontractor for 
more than 10 hours in any one day, or 40 hours in any one week except in cases of necessity, 

emergency, or where the public policy absolutely requires it, and in such cases the person so employed 
shall be paid at least time and one-half the regular rate of pay for all times worked in excess of eight 

hours a day or 40 hours in any one week when the work week is five consecutive days, Monday 

through Friday; or in excess of 10 hours a day or 40 hours in any one week when the work week is 
four consecutive days, Monday through Friday; and for all work performed on a Saturday, Sunday and 

on any legal holiday specified in ORS 279C.540. 
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8.) In compliance with ORS 279C.525, the Contractor has received and reviewed Federal, State and local 
agencies that may have enacted ordinances, rules or regulations dealing with the prevention of 

environmental pollution and the preservation of natural resources that may affect the performance of 
this Contract as identified under Section 13 of the Contract.  Accordingly, if the Contractor is delayed or 

must undertake additional work by reason of ordinances, rules, or regulations relating to the prevention 

of environmental pollution and the protection of natural resources subsequent to the date of 
submission or the successful quote, the City may: 

 

a.) Terminate the Contract, 
 

b.) Complete the work itself, 
 

c.) Use non-owner forces already under contract with the City of Springfield, 
 

d.) Solicit bids for a new contractor to provide the necessary services under competitive bid 
requirements 279C, 
 

e.) Issue the Contractor a change-order setting forth additional work that must be undertaken. 

 

9.) In accordance with ORS 279C.530, the Contractor will; 
 

a.) Promptly, as due, make payments to any person, co-partnership, association or corporation, 

furnishing medical, surgical, and hospital care or other needed care and attention, incidental to 

sickness or injury, to the employees of such Contractor, of all sums which the Contractor agrees to 
pay for such services and all monies and sums which the Contractor: 

 

1. May or shall have deducted from the wages of his employees for such services pursuant to the 

terms of Oregon Revised Statutes and any contract entered in pursuant thereto; or 
 

2. Collected or deducted from the wages of his employees pursuant to any law, contract, or 
agreement for the purpose of providing or paying for such service; and  
 

3. All employers working under the Contract are either employers that will comply with ORS 

656.017 or employers that are exempt under ORS 656.126.  The Contractor shall ensure that 
each of its Subcontractors complies with these requirements. 

 

10.) No Contractor, Subcontractor or any firm, corporation, partnership or association in which the 
Contractor or Subcontractor has a financial interest who appears on the List of Contractors Ineligible to 
Receive Public Works Contracts, as established by the Bureau of Labor and Industries, will perform 
work under this Contract, as specified in ORS 279C.860. 

 

11.) No Contractor, Subcontractor or any firm, corporation, partnership or association in which the 
Contractor or Subcontractor has a financial interest who appears on the Construction Contractor’s 

Board Not Qualified to Hold Public Contracts list, will perform work under this Contract, as specified in 
ORS 701.227(4).  

 
12.) The Contractor performing work on this project shall have a current, valid certificate of licensure issued 

by the Construction Contractor’s Board in accordance with ORS 701 and, if performing work described 

in ORS 671.520, a current, valid certificate of licensure from the State Landscape Contractor’s Board in 
accordance with ORS 671.560 as applicable in place at the time the quote is presented.   

 
13.) Prior to performing any work under the Contract all Subcontractors shall have a current, valid certificate 

of licensure issued by the Construction Contractor’s Board in accordance with ORS 701 and, if 

performing work described in ORS 671.520, a current, valid certificate of licensure from the State 
Landscape Contractor’s Board in accordance with ORS 671.520 as applicable. 
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14.)   In compliance with ORS 279C.836, the Contractor shall confirm that all Subcontractors have a valid 
public works bond on file with the Construction Contractors Board prior to allowing them to perform 

any work under the Contract. 
 

15.)   If the Contract specifies that the project includes Asbestos Abatement, the Contractor and all 

Subcontractors performing work on the project shall be licensed in accordance with ORS 467A.720 prior 
to performing any work on the project.  Certification of compliance shall be presented to the City upon 

request. 
 

16.)  The Contractor shall function as an independent contractor for the purposes of this Contract and shall 
not be considered an employee of the City of Springfield for any purpose.  The Contractor shall assume 

sole responsibility for any debts or liabilities that may be incurred by the Contractor in fulfilling the 

terms of this Contract and shall be solely responsible for the payment of all federal, state, and local 
taxes which may accrue because of this Contract. 

 
17.)  The Contractor and all Subcontractors shall comply with all applicable provisions of the Americans With 

Disabilities Act of 1990, 42 USC Section 12101 et seq. and Section 504 of the Rehabilitation Act of 

1973.  
 

 
Bid Addenda 

 
All Addenda issued are considered to be part of the specifications of the Invitation to Bid and, as such, are as 

incorporated into the Contract as specified in Section 120.15 of the Standard Construction Specifications. 

 
By signing below, I acknowledge the receipt of the following Addenda documents and certify that the 

specifications contained in each have been considered and incorporated into the Bid as presented.  All 
Addenda must be included with the Bid submitted. 

 

Addenda Number Addenda Date 

  

  

  

  

 

Declarations 

As required by ORS 305.385(6), under penalty of perjury, by signing below the Contractor represents that, to 
the best of their knowledge, neither they nor any applicable Subcontractors performing work under the 

Contract are in violation of any tax laws as described in ORS 305.380(4) and have complied with the tax laws 
of this state or a political subdivision thereof including, but not limited to, ORS 305.620 and ORS Chapters 

316, 317 and 318.  The Contractor shall also covenant to continue to comply with the tax laws of this state or 

a political subdivision thereof during the term of the Contract and that Contractor’s failure to comply with 
such laws prior to execution of the Contract or during the term thereof is a default for which the City may 

terminate the Contract and seek damages and other relief available under the terms of the Contract or under 
applicable law. 

 

The undersigned Bidder declares that the only persons or parties interested in the Bid are those named 
herein, that this Bid is, in all respects, fair and without fraud, that it is made without collusion with any official 

of the City, and that the Bid is made without any connection or collusion with any person submitting another 
Bid on this project. 

 
I have read, fully understand, and agree that as Bidder I, and all Subcontractors, will comply with all of the 

terms and conditions of the contract for which this Bid is presented.  By signing below I attest that I am an 

officer or a duly authorized representative of the business listed below and that I possess the legal authority 
to submit this Bid for consideration.  
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If the Bid is submitted by a joint venture and is in the name of the joint venture, by signing below I certify 

that all parties have examined this Bid, including all requirements and the Contract terms and conditions and, 
if successful, the joint venture shall execute a Contract which incorporates the stated requirements, terms 

and conditions. 
 

 

Bidder’s Signature  
  

Bidder’s Name (Please Print)  
  

Title  
  

Business Name  
  

Business Address  
  

City   State   Zip  
  

Phone Number   Cell Phone  
  

Date   E-mail Address  
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CITY OF SPRINGFIELD 

INSTRUCTION TO BIDDERS 
Local Funding Sources 

 
 
1. Contracting Law 

 
The Bidder is presumed to be familiar with all federal, state, and local laws, ordinances and regulations, 
orders and decrees which affect those engaged or employed in the work, materials, or equipment used in 
the proposed construction or which may affect the conduct of the work. If the Bidder or Contractor shall 
discover any provision in the Contract Documents which is contrary to or inconsistent with any law, 
ordinance, or regulation, he/she shall immediately report it to the Owner in writing. 

 
The Contractor, Subcontractor, suppliers of materials or services, and others engaged by the contractors, 
shall comply at all times with and observe all such laws, ordinances, regulations, orders, and decrees; and 
shall hold harmless and indemnify the City of Springfield and its representatives against any claim or 
liability arising from or based on the violation of any such law, ordinance, regulation, order, or decree. 

 
2. Prequalification 

 
There is no prequalification application to this Contract. Bidders unfamiliar to the City and who are not 
currently pre-qualified with ODOT or the City, may be required to prove to the City that they have the 
adequate resources, experience and equipment to complete the work.  

 
3. Contract Documents 

 
3.1 Plans and Specifications 

 
Plans, Specifications, and any additional information relative to this project which are on file in the City 
Engineer’s Office shall be made available there for inspection by prospective Bidders. 

 
3.2 Examination of Contract Documents and Site of Work 

 
Bidders shall determine for themselves all the conditions and circumstances affecting the projected cost of 
the proposed work by personal examination of the site, Contract Documents, and by such other means. It 
is understood and agreed that the City has obtained information regarding underground or other 
conditions or obstructions depicted in the Contract Documents from data at hand. There is no expressed 
or implied agreement that such conditions are fully or correctly shown, and the Bidder must take into 
consideration the possibility that conditions affecting the cost or quantity of work may differ from those 
indicated. 

 
3.3 Interpretation of Contract Documents 

 
If it should appear to a Bidder that the work to be done is not sufficiently described or explained in the 
Contract Documents, or that Contract Documents are not definite and clear, the Bidder shall make written 
inquiry regarding same to the individual shown, in the manner instructed and within the timeframe 
indicated in the Invitation to Bid advertisement. Questions received will be evaluated and if, in the 
judgment of the City, the response does not alter or amend the requirements or scope of the Invitation to 
Bid, but merely clarifies existing information, the response will be entered on the Clarifications Log and 
posted to the project webpage as shown in the Invitation to Bid. If, in the judgment of the City, additional 
information or interpretation is necessary, such information shall be supplied in the form of an addendum 
to all individuals, firms, and corporations listed on the Plan Holders List and those individuals that attended 
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the Pre-Bid Meeting and provided an accurate e-mail address on the sign-in sheet. Such addenda shall 
have the same binding effect as though contained in the main body of the Contract Documents. The City 
is not responsible for any explanation, clarification, interpretation, or approval made or given in any 
manner except by written addenda issued by City. 

 
3.4 Addenda to Contract Documents 

 
Any addenda issued by the City, which may include changes, corrections, additions, interpretations, or 
information issued 72 hours or more before the scheduled closing time for filing the Bids shall be binding 
upon the Bidder. Addenda will be posted to the City’s website at Invitations to Bid - City of Springfield 
Oregon (springfield-or.gov); click under the project the addenda pertains to. The Contractor should check 
the website frequently for new postings during the open bid period. The City shall make a reasonable 
effort to notify all individuals, firms, and corporations listed on the Plan Holders List and those individuals 
that attended the Pre-Bid Meeting and provided an accurate e-mail address on the sign-in sheet when 
addenda are issued. Failure of the Contractor to receive or obtain such addenda shall not excuse them 
from compliance. 

 

4. Estimate of Listed Quantities 
 
The estimate of quantities of work to be done under unit price bids is approximate and is given only as the 
basis of calculation for comparison of Bids and award of the Contract. The Owner does not agree that the 
actual amount of work will correspond precisely to the amount as shown or estimated. Payment will be 
made at unit prices under a Contract only for work actually performed or materials actually furnished 
according to actual measurements. 

 
The Owner reserves the right to increase or decrease the amount of any class or portion of the work. No 
such change in the work shall be considered as a waiver of any condition of the Contract, nor shall such 
change invalidate any of the provisions thereof. 

 
5. Bid 

 
5.1 Bid Submittal and Forms 

 
The complete set of bid documents for this project consists of two sections, the Invitation to Bid 
Documents and the Project Plan Set. 

 
For the City of Springfield to consider your bid responsive, you must include all documents listed in the 
Instruction to Bidders, in numerical order according to the Table of Contents. 

 
The forms that must be included with all bid submittals, include: 

 

1. Bid Submittal, Terms and Declarations 
2. First-Tier Sub-Contractor Disclosure Form 
3. Financial Responsibility Form 
4. Certificate of Compliance - Statement of Non-Discrimination/ORS 279A.110 
5. Minority, Woman and Emerging Small Business/Disadvantaged Business Enterprise Form 

(MWESB) 
6. Conflict of Interest Disclosure Form (COI) 
7. Non-Collusion Affidavit 
8. Bid Bond 

 

The Project Plan Set is not required to be submitted as part of your bid. 
 
Additionally, any addendums or revisions must be acknowledged and submitted with your Bid. 

 
The Bid Submittal, Bid Bond, Certified Check, or Cashier’s Check shall be enclosed in a sealed and labeled 
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envelope. The outside of the envelope shall plainly identify: The project name and project number and (2) 
The Bid opening date. All Bids must be clearly and distinctly typed or written with ink or indelible pencil. 
Unless otherwise specified, Bidders shall bid on all Bid items, and must include in their Bid prices the entire 
cost of each item of work set forth in the Bid. 

 
Any statement accompanying and tending to qualify a Bid may cause rejection of such Bid, unless such 
statement is required in a Bid embracing alternate Bids. If, in the opinion of the City, the items or prices in 
any Bid appear unbalanced, incomplete, or fail to comply with all the terms required, the Bid may be 
rejected. 

 
Sealed Bids shall be labeled clearly, addressed to Amanda Clinton, Contracts Analyst, and received at City 
of Springfield, City Hall, Development and Public Works, “Southeast Quad”, 225 Fifth St. Springfield, 
Oregon, 97477 at, or before, the time and date noted on the Invitation to Bidders, after which time the 
Bids will be publicly opened and read aloud. 

 
All Bids shall be on the form furnished by the City, and in addition to necessary unit price items and total 
prices in the column of totals to make a complete Bid, all applicable blanks giving general information 
must be filled in and the Bids signed by an officer or duly authorized representative of the Bidder. The 
only exceptions to this requirement are the Performance Bond, Payment Bond and the Contract 
documents which are provided here as a reference. However, if you are awarded the Bid, you will be 
required to submit fully executed copies of these documents upon request. 

 
5.2 First Tier Subcontractor Statement 

 
Bidders are required to disclose information about certain first-tier subcontractors when the contract value 
for a Public Improvement is greater than $100,000 (see ORS 279C.370). If the total Bid price for the 
contract exceeds $100,000, the Bidder shall submit on the form provided (within two working hours of the 
date and time of when the bids are due), a list of all first-tier subcontractors (those entities that would be 
contracting directly with the prime Contractor) which will be furnishing labor or material on the Contract 
whose subcontract value would be equal to or greater than 5 percent of the total Bid price, but at least 
$15,000. Also, any Subcontractor with a subcontract value greater than $350,000, regardless of the 
percentage of the total Bid price, must be listed. The following information must be listed: a) The 
Subcontractor’s name and address, b) The Subcontractor’s Construction Contractor Board registration 
number, if one is required, and c) The subcontract dollar value. If no subcontractors are being used that 
are subject to the above disclosure requirements, the Bidder is required to indicate “None” on the 
accompanying form. The form may be submitted with the Bid or may be submitted separately in a 
separate envelope from the Bid within two hours after the bid opening. The envelope containing the form 
should be marked “Subcontractor Disclosure Form Submitted for Project PXXXXX” and should also be 
marked with the name of the Bidder. 

 
5.3 Non-Discrimination 

 
Pursuant to ORS 279A.110, that the bidder has not discriminated and will not discriminate against a 
disadvantaged business enterprise, a minority-owned business, a woman-owned business, a business that 
a service-disabled veteran owns, or an emerging small business in obtaining any required subcontracts. 
The bidder understands that it may be disqualified from bidding on this public improvement project if the 
Agency finds that the bidder has violated subsection (1) of ORS 279A.110. The Bidder certifies that it has 
a written policy and practice that meets the requirements described in ORS 279A.112 (House Bill 3060, 
2017) of preventing sexual harassment, sexual assault and discrimination against employees who are 
members of a protected class. 

 

5.4 Non-Collusion 
 
The price(s) and amount of this bid have been arrived at independently and without consultation, 
communication, or agreement with any other contractor, bidder, or potential bidder except as disclosed on 
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a separately attached statement. Neither the price(s) nor the amount of this bid, and neither the 
approximate price(s) nor approximate amount of this bid has been disclosed to any other firm or person 
who is a bidder or potential bidder, and they will not be disclosed before the opening of bids. No attempt 
has been made or will be made to induce any firm or person to refrain from bidding on this contract, to 
submit a bid higher than this bid, or to submit any intentionally high or noncompetitive bid or other form 
of complementary bid. This bid is made in good faith and not pursuant to any agreement or discussion 
with, or inducement from, any firm or person to submit a complementary or other noncompetitive bid. The 
bidder, its affiliates, subsidiaries, officers, directors, and employees are not currently under investigation 
by any governmental agency and have not in the last four years been convicted of or found liable for any 
act, prohibited by State or Federal law in any jurisdiction, involving conspiracy or collusion with respect to 
bidding on any public contract except as described on a separately attached statement. The bidder 
understands and acknowledges that the above representations are material and important and will be 
relied on by the Agency, in awarding the contract(s) for which this bid is submitted. The bidder 
understands that any misstatement in this certification is and shall be treated as fraudulent concealment 
from the Agency, of the true facts relating to the submission of bids for this contract. 

 

5.5 Compliance With Oregon Tax Laws: 
 
By signature on this bid, the undersigned hereby certifies under penalty of perjury that the undersigned is 
authorized to act on behalf of bidder, that the undersigned has authority and knowledge regarding 
bidder’s payment of taxes, and that bidder is, to the best of the undersigned's knowledge, not in violation 
of any Oregon Tax Laws. For purposes of this certification, "Oregon Tax Laws" means a state tax 
imposed by ORS 320.005 to 320.150 (Amusement Device Taxes), ORS 403.200 to 403.250 (Tax For 
Emergency Communications), and ORS Chapters 118 (Inheritance Tax), 314 (Income Tax), 316 (Personal 
Income Tax), 317 (Corporation Excise Tax), 318 (Corporation Income Tax), 321 (Timber And Forestland 
Tax), and 323 (Cigarettes And Tobacco Products Tax), and any local taxes administered by the 
Department of Revenue under ORS 305.620. 

 

5.6 Withdrawal, Modification, or Alteration of Bid 
 
A Bid may be withdrawn on written or telegraphic request of the Bidder prior to the scheduled closing time 
for filing Bids. No Bidder may withdraw its Bid or any portion thereof after the time set for the opening of 
Bids until a Contract has been awarded and executed or until sixty (60) days have elapsed since the Bid 
opening. Negligence on the part of the Bidder in preparing its Bid confers no right to withdraw its Bid after 
the scheduled closing time for filing Bids. 

 
Prior to the scheduled closing time for filing Bids, changes may be made provided the changes are initialed 
by the Bidder or its Agent. If the intent of the Bidder is not clearly identifiable, the interpretation most 
advantageous to the City will prevail. 

 
5.7 Late Bids 

 
Bids received after the scheduled closing time for filing Bids as set forth in the Invitation to Bidders will be 
rejected and returned unopened to the Bidder unless such closing time is extended by the City. 

 
5.8 References 

 
In order to comply with the requirements of ORS279C.375 regarding the determination of bidder 
responsibility, completion of the Financial Responsibility Form included in the Invitation to Bid documents 
must be completed in full. The City will use the information provided to ascertain the financial 
responsibility of the bidder as it pertains to the specific criteria to be considered prior to award of a public 
works contract. 

 
The City reserves the right to investigate the references, financial capacity, credit history and past 
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performance of any Bidder, including service(s) provided to City of Springfield, with respect to their 
successful performance on other projects; compliance with specifications and contractual obligations; 
expertise regarding the completion and submission of Certified Payroll Reports; completion or delivery of a 
project on schedule and within budget; and its lawful payment of suppliers, subcontractors and workers. 
The City reserves the right to use any information or reference that may be discovered in evaluating any 
bid. The City reserves the right to find a bid to be nonresponsive for failure or refusal of bidder to provide 
all information in a timely manner, as requested. The city may postpone issuance of a Notice of Intent to 
Award in order to complete its investigation. The City reserves the right to reject any bid at any time prior 
to the City’s execution of a Contract in the event reference checks prove unsatisfactory. The City’s 
investigation may include Bidder’s previous business entities of the principals involved. If more than one 
Bidder is involved the City may investigate each entity. In the event that the city requests information 
from the Bidder the completeness of the information submitted, its veracity and the extent to which it has 
been independently verified will impact the City’s decision. 

 
5.9 Bid Ownership 

 
All material submitted by the Contractor shall be considered the property of the City, and as such, shall 
not be returned to the Contractor after the deadline for submission of the Bid in question has passed. 
After opening, all bids will become part of the public record unless exempt under Oregon Public Records 
Law, see ORS 192.501, ORS 192.502 and ORS 279C.340. 

 
5.10 Rejection of Bids 

 
The City reserves the right to reject any or all Bids in whole, or in part, or to waive irregularities not 
affecting substantial rights. 

 
General or evasive replies will be considered grounds for rejection of the Bid as incomplete. The successful 
Bidder may be required to appear before the City Council and submit satisfactory evidence that he or she 
has the necessary capital and is qualified and prepared to prosecute the work to the full satisfaction of the 
Engineer. 

 
The City also reserves the right to reject any Bid which is 10 percent greater or 20 percent less than the 
Engineer’s estimate or any Bid which contains item bids which vary more than 30 percent plus or minus 
from the Engineer’s item bid estimate. 

 
6. Payments by Contractor 

 
6.1 Wages 

 
It is agreed that if this project qualifies under Oregon law as a prevailing wage rate public works project, 
each worker in each trade or occupation employed in the performance of this Contract either by the 
Contractor, Subcontractor or other person doing or contracting to do or contracting for the whole or any 
part of the work on the Contract, must be paid not less than the applicable prevailing wage rate. If this 
project contains both federal and state funds, the hourly wages shall be not less than the higher of the 
state or the federal amount of the prevailing rate of wage. Prevailing wage rate payments include fringe 
benefits, for each trade or occupation in the locality where such labor or work is performed, as determined 
by the commissioner, in which the workers are employed. The existing rate of wage is the rate, in effect at 
the time the initial specifications were first advertised for bid solicitations as determined by the 
Commissioner of the Bureau of Labor and Industries under ORS279C.815. 

 
If any dispute arises as to what is the prevailing rate of wage for the same trade or occupation in the 
locality and if that dispute cannot be settled by the parties involved, the dispute may be referred to the 
Commissioner of the Bureau of Labor and Industries, who shall then determine the prevailing rate of wage 
for the same trade or occupation in the locality. 

 
It shall be the responsibility of the Contractor and any Subcontractor to post the prevailing wage rates on 
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the job site in a conspicuous place which is accessible to employees and must remain posted for the 
duration of the job. 

 
6.2 Certification 

 
No Bid will be received or considered by the City unless the Bid contains a statement by the Bidder as part 
of the Bid that the Bidder shall comply with provisions regarding prevailing rates of wages required by 
ORS 279C.840. 
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PREVAILING WAGE RATE INFORMATION 
 

 

 

Prevailing Wage Rates information can be found at the following website: 
 

BOLI : Prevailing Wage Rates : For Employers : State of Oregon 
 

 

For the proper Prevailing Wage Rates applicable to this project, please refer to the 
following publications: 

 

1) Prevailing Wage Rate Publication; Prevailing Wage Rates for Public Works Contracts in 
Oregon, effective April 5th, 2025.   

 
a) PWR Apprenticeship Rates Effective April 5th, 2025  

 
Effective January 1, 2023, Senate Bill 588 removes the exemption of sick time for employees 

covered by a  collective bargaining agreement. You can find a list of frequently asked questions 

at BOLI’s website: 

https://www.oregon.gov/boli/employers/Documents/FAQ%20for%20SB%20588.pdf. For any 

questions regarding sick time, please contact BOLI’s Employer Assistance Program at 971-361-

8400 or employer.assistance@boli.oregon.gov. 

 
If you have prevailing wage rate questions, please contact the Wage and Hour Division’s 

Prevailing Wage Rate Unit at 971-245-3844, Option 2, or PWR.Email@boli.oregon.gov. 
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SUMMARY
PART 1  GENERAL
1.01 PROJECT

A. Project Name:  Springfield City Hall - Restroom Renovation
B. Owner's Name:  City of Springfield.
C. Architect's Name:  Robertson Sherwood Architects pc.
D. The Project consists of the ​renovation of the restrooms​ at ​the Springfield City Hall located at 225

Fifth Street, Springfield, Oregon​.
1.02 CONTRACT DESCRIPTION

A. Contract Type:  A single prime contract based on a Stipulated Price as described in Document 00
52 00 - Agreement Form.

B. Contract Type: A single prime contract based on a Stipulated Price as described in  Agreement
Form.

1.03 CONTRACT TIME
A. Perform Work to achieve Substantial Completion within 120 calendar days following receipt of

Notice to Proceed.
B. Achieve Final Completion within 30 days following date of Substantial Completion.

1.04 DESCRIPTION OF RENOVATION WORK
A. Scope of demolition and removal work is indicated on drawings and specified in Section 02 41 00.
B. Scope of alterations work is indicated on Drawings.
C. Plumbing:  Alter existing system and add new construction, keeping existing in operation.
D. HVAC:  Alter existing system and add new construction, keeping existing in operation.
E. Electrical Power and Lighting:  Alter existing system and add new construction, keeping existing

in operation.
F. Fire Suppression Sprinklers:  Alter existing system and add new construction, keeping existing in

operation.
1.05 WORK BY OWNER

A. Owner will provide background testing for all workers on the site. See Section 01 35 53.
B. Owner will supply the following for installation by Contractor:

1. Toilet accessories as specified in Section 10 28 00 - Toilet, Bath, and Laundry Accessories.
1.06 OWNER OCCUPANCY

A. Owner intends to continue to occupy adjacent portions of the existing building during the entire
construction period.

B. Owner intends to occupy the Project area upon Substantial Completion.
C. Cooperate with Owner to minimize conflict and to facilitate Owner's operations.
D. Schedule the Work to accommodate Owner occupancy.

1.07 CONTRACTOR USE OF SITE AND PREMISES
A. Arrange use of site and premises with Owner's Project Manager to allow:

1. Owner occupancy.
2. Use of site and premises by the public.

B. Provide access to and from site as required by law and by Owner:
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1. Emergency Building Exits During Construction:  Keep all exits required by code open during
construction period; provide temporary exit signs if exit routes are temporarily altered.

2. Do not obstruct roadways, sidewalks, or other public ways without permit.
C. Existing building spaces may not be used for storage.
D. Time Restrictions:

1. Limit conduct of work during hours approved by Owner.
PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION
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ADMINISTRATIVE REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. General administrative requirements.
B. Preconstruction meeting.
C. Progress meetings.
D. Construction progress schedule.
E. Submittals for review, information, and project closeout.
F. Number of copies of submittals.
G. Requests for Interpretation (RFI) procedures.
H. Submittal procedures.

1.02 RELATED REQUIREMENTS
A. Section 01 60 00 - Product Requirements:  General product requirements.
B. Section 01 70 00 - Execution and Closeout Requirements:  Additional coordination requirements.
C. Section 01 78 00 - Closeout Submittals:  Project record documents; operation and maintenance

data; warranties and bonds.
1.03 GENERAL ADMINISTRATIVE REQUIREMENTS

A. Comply with requirements of Section 01 70 00 - Execution and Closeout Requirements for
coordination of execution of administrative tasks with timing of construction activities.

1.04 PROJECT COORDINATOR
A. Project Coordinator:  Owner's Project Manager.
B. Cooperate with the Project Coordinator in allocation of mobilization areas of site; for field offices

and sheds, for project area access, traffic, and parking facilities.
C. During construction, coordinate use of site and facilities through the Project Coordinator.
D. Comply with instructions of the Project Coordinator for use of temporary utilities and construction

facilities.  Responsibility for providing temporary utilities and construction facilities is identified in
Section 01 10 00 - Summary.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 PRECONSTRUCTION MEETING

A. Attendance Required:
1. Owner.
2. Architect.
3. Contractor.

B. Agenda:
1. Execution of Owner-Contractor Agreement.
2. Submission of executed bonds and insurance certificates.
3. Distribution of Contract Documents.
4. Submission of list of subcontractors, list of products, schedule of values, and progress

schedule.
5. Designation of personnel representing the parties to Contract and <1|A/E|>.
6. Procedures and processing of field decisions, submittals, substitutions, applications for

payments, proposal request, Change Orders, and Contract closeout procedures.
7. Scheduling.
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C. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.02 PROGRESS MEETINGS
A. Schedule and administer meetings throughout progress of the Work at maximum weekly

intervals.
B. Make arrangements for meetings, prepare agenda with copies for participants, preside at

meetings.
C. Attendance Required:

1. Contractor.
2. Owner.
3. Architect.
4. Contractor's superintendent.
5. Major subcontractors.

D. Agenda:
1. Review minutes of previous meetings.
2. Review of work progress.
3. Field observations, problems, and decisions.
4. Identification of problems that impede, or will impede, planned progress.
5. Review of submittals schedule and status of submittals.
6. Maintenance of progress schedule.
7. Corrective measures to regain projected schedules.
8. Planned progress during succeeding work period.
9. Coordination of projected progress.
10. Maintenance of quality and work standards.
11. Effect of proposed changes on progress schedule and coordination.
12. Other business relating to work.

E. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.03 CONSTRUCTION PROGRESS SCHEDULE​​
A. Within 10 days after date of the Agreement, submit preliminary schedule defining planned

operations for the first 60 days of work, with a general outline for remainder of work.
B. If preliminary schedule requires revision after review, submit revised schedule within 10 days.
C. Within 10 days after review of preliminary schedule, submit draft of proposed complete schedule

for review.
1. Include written certification that major contractors have reviewed and accepted proposed

schedule.
D. Within 5 days after joint review, submit complete schedule.
E. Submit updated schedule with each Application for Payment.

3.04 REQUESTS FOR INTERPRETATION (RFI)
A. Definition:  A request seeking one of the following:

1. An interpretation, amplification, or clarification of some requirement of Contract Documents
arising from inability to determine from them the exact material, process, or system to be
installed; or when the elements of construction are required to occupy the same space
(interference); or when an item of work is described differently at more than one place in
Contract Documents.

2. A resolution to an issue which has arisen due to field conditions and affects design intent.
B. Whenever possible, request clarifications at the next appropriate project progress meeting, with

response entered into meeting minutes, rendering unnecessary the issuance of a formal RFI.
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C. Preparation:  Prepare an RFI immediately upon discovery of a need for interpretation of Contract
Documents.  Failure to submit a RFI in a timely manner is not a legitimate cause for claiming
additional costs or delays in execution of the work.
1. Prepare a separate RFI for each specific item.

a. Review, coordinate, and comment on requests originating with subcontractors and/or
materials suppliers.

b. Do not forward requests which solely require internal coordination between
subcontractors.

D. Reason for the RFI:  Prior to initiation of an RFI, carefully study all Contract Documents to confirm
that information sufficient for their interpretation is definitely not included.
1. Include in each request Contractor's signature attesting to good faith effort to determine from

Contract Documents information requiring interpretation.
2. Unacceptable Uses for RFIs:  Do not use RFIs to request the following::

a. Approval of submittals (use procedures specified elsewhere in this section).
b. Approval of substitutions (see Section - 01 60 00 - Product Requirements)
c. Changes that entail change in Contract Time and Contract Sum (comply with provisions

of the Conditions of the Contract).
d. Different methods of performing work than those indicated in the Contract Drawings and

Specifications (comply with provisions of the Conditions of the Contract).
3. Improper RFIs:  Requests not prepared in compliance with requirements of this section,

and/or missing key information required to render an actionable response.  They will be
returned without a response, with an explanatory notation.

4. Frivolous RFIs:  Requests regarding information that is clearly indicated on, or reasonably
inferable from, Contract Documents, with no additional input required to clarify the question.
 They will be returned without a response, with an explanatory notation.
a. The Owner reserves the right to assess the Contractor for the costs (on time-and-

materials basis) incurred by the Architect, and any of its consultants, due to processing
of such RFIs.

E. Content:  Include identifiers necessary for tracking the status of each RFI, and information
necessary to provide an actionable response.
1. Official Project name and number, and any additional required identifiers established in

Contract Documents.
2. Owner's, Architect's, and Contractor's names.
3. Discrete and consecutive RFI number, and descriptive subject/title.
4. Issue date, and requested reply date.
5. Reference to particular Contract Document(s) requiring additional information/interpretation.

 Identify pertinent drawing and detail number and/or specification section number, title, and
paragraph(s).

6. Annotations:  Field dimensions and/or description of conditions which have engendered the
request.

7. Contractor's suggested resolution:  A written and/or a graphic solution, to scale, is required
in cases where clarification of coordination issues is involved, for example; routing,
clearances, and/or specific locations of work shown diagrammatically in Contract
Documents.  If applicable, state the likely impact of the suggested resolution on Contract
Time or the Contract Sum.

F. Attachments:  Include sketches, coordination drawings, descriptions, photos, submittals, and
other information necessary to substantiate the reason for the request.

G. Review Time:  Architect will respond and return RFIs to Contractor within seven calendar days of
receipt.  For the purpose of establishing the start of the mandated response period, RFIs received
after 12:00 noon will be considered as having been received on the following regular working day.

H. Responses:  Content of answered RFIs will not constitute in any manner a directive or
authorization to perform extra work or delay the project.  If in Contractor's belief it is likely to lead
to a change to Contract Sum or Contract Time, promptly issue a notice to this effect, and follow
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up with an appropriate Change Order request to Owner.
3.05 SUBMITTAL SCHEDULE

A. Submit to Architect for review a schedule for submittals in tabular format.
1. Submit at the same time as the preliminary schedule specified in Section - 01 32 16 -

Construction Progress Schedule.
2. Coordinate with Contractor's construction schedule and schedule of values.
3. Format schedule to allow tracking of status of submittals throughout duration of construction.
4. Arrange information to include scheduled date for initial submittal, specification number and

title, submittal category (for review or for information), description of item of work covered,
and role and name of subcontractor.

5. Account for time required for preparation, review, manufacturing, fabrication and delivery
when establishing submittal delivery and review deadline dates.
a. For assemblies, equipment, systems comprised of multiple components and/or

requiring detailed coordination with other work, allow for additional time to make
corrections or revisions to initial submittals, and time for their review.

3.06 SUBMITTALS FOR REVIEW
A. When the following are specified in individual sections, submit them for review:

1. Product data.
2. Shop drawings.
3. Samples for selection.
4. Samples for verification.

B. Submit to Architect and Owner's Project Manager for review for the limited purpose of checking
for conformance with information given and the design concept expressed in the contract
documents.

C. Samples will be reviewed for aesthetic, color, or finish selection.
D. After review, provide copies and distribute in accordance with SUBMITTAL PROCEDURES

article below and for record documents purposes described in Section 01 78 00 - Closeout
Submittals.

3.07 SUBMITTALS FOR INFORMATION
A. When the following are specified in individual sections, submit them for information:

1. Design data.
2. Certificates.
3. Test reports.
4. Inspection reports.
5. Manufacturer's instructions.
6. Manufacturer's field reports.
7. Other types indicated.

B. Submit for Architect's knowledge as contract administrator and Owner.  No action will be taken.
3.08 SUBMITTALS FOR PROJECT CLOSEOUT

A. Submit Correction Punch List for Substantial Completion.
B. Submit Final Correction Punch List for Substantial Completion.
C. When the following are specified in individual sections, submit them at project closeout in

compliance with requirements of Section 01 78 00 - Closeout Submittals:
1. Project record documents.
2. Operation and maintenance data.
3. Warranties.
4. Bonds.
5. Other types as indicated.

D. Submit for Owner's benefit during and after project completion.
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3.09 NUMBER OF COPIES OF SUBMITTALS
A. Electronic Documents:  Submit one electronic copy in PDF format; an electronically-marked up

file will be returned.  Create PDFs at native size and right-side up; illegible files will be rejected.
B. Samples:  Submit the number specified in individual specification sections; one of which will be

retained by Architect.
1. After review, produce duplicates.
2. Retained samples will not be returned to Contractor unless specifically so stated.

3.10 SUBMITTAL PROCEDURES
A. General Requirements:

1. Use a separate transmittal for each item.
2. Submit separate packages of submittals for review and submittals for information, when

included in the same specification section.
3. Transmit using approved form.

a. Use Contractor's form, subject to prior approval by Architect.
4. Sequentially identify each item.  For revised submittals use original number and a sequential

numerical suffix.
5. Identify:  Project; Contractor; subcontractor or supplier; pertinent drawing and detail number;

and specification section number and article/paragraph, as appropriate on each copy.
6. Apply Contractor's stamp, signed or initialed certifying that review, approval, verification of

products required, field dimensions, adjacent construction work, and coordination of
information is in accordance with the requirements of the work and Contract Documents.

7. Deliver each submittal on date noted in submittal schedule, unless an earlier date has been
agreed to by all affected parties, and is of the benefit to the project.

8. Schedule submittals to expedite the Project, and coordinate submission of related items.
9. Identify variations from Contract Documents and product or system limitations that may be

detrimental to successful performance of the completed work.
10. Provide space for Contractor and Architect review stamps.
11. When revised for resubmission, identify all changes made since previous submission.
12. Distribute reviewed submittals.  Instruct parties to promptly report inability to comply with

requirements.
13. Incomplete submittals will not be reviewed, unless they are partial submittals for distinct

portion(s) of the work, and have received prior approval for their use.
14. Submittals not requested will not be recognized or processed.

B. Product Data Procedures:
1. Submit only information required by individual specification sections.
2. Collect required information into a single submittal.
3. Do not submit (Material) Safety Data Sheets for materials or products.

C. Shop Drawing Procedures:
1. Prepare accurate, drawn-to-scale, original shop drawing documentation by interpreting

Contract Documents and coordinating related work.
2. Generic, non-project-specific information submitted as shop drawings do not meet the

requirements for shop drawings.
D. Samples Procedures:

1. Transmit related items together as single package.
2. Identify each item to allow review for applicability in relation to shop drawings showing

installation locations.
3.11 SUBMITTAL REVIEW

A. Submittals for Review:  Architect will review each submittal, and approve, or take other
appropriate action.

B. Submittals for Information:  Architect will acknowledge receipt and review.  See below for actions
to be taken.
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C. Architect's actions will be reflected by marking each returned submittal using virtual stamp on
electronic submittals.

D. Architect's and consultants' actions on items submitted for review:
1. Authorizing purchasing, fabrication, delivery, and installation:

a. "Approved", or language with same legal meaning.
b. "Approved as Noted, Resubmission not required", or language with same legal

meaning.
1) At Contractor's option, submit corrected item, with review notations acknowledged

and incorporated.
c. "Approved as Noted, Resubmit for Record", or language with same legal meaning.

1) Resubmit corrected item, with review notations acknowledged and incorporated.
 Resubmit separately, or as part of project record documents.

2) Non-responsive resubmittals may be rejected.
2. Not Authorizing fabrication, delivery, and installation:

a. "Revise and Resubmit".
1) Resubmit revised item, with review notations acknowledged and incorporated.

b. "Rejected".
1) Submit item complying with requirements of Contract Documents.

E. Architect's and consultants' actions on items submitted for information:
1. Items for which no action was taken:

a. "Received" -  to notify the Contractor that the submittal has been received for record
only.

2. Items for which action was taken:
a. "Reviewed" - no further action is required from Contractor.

END OF SECTION
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SECURITY PROCEDURES
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Security measures including personnel identification and background checks.
1.02 RELATED REQUIREMENTS

A. Section 01 10 00 - Summary:  use of premises and occupancy.
1.03 PERSONNEL IDENTIFICATION

A. Provide identification badge to each person authorized to enter premises.
B. Badge To Include:  Personal photograph, name, assigned number , expiration date and

employer.
C. Require return of badges at expiration of their employment on the Work.

1.04 BACKGROUND CHECKS
A. All workers at the project site must submit required personal information and pass the Owner's

prescribed background testing.
B. Coordinate with Owner's Project Manager.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION
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QUALITY REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. References and standards.
B. Control of installation.
C. Tolerances.
D. Defect Assessment.

1.02 RELATED REQUIREMENTS
A. Section 01 30 00 - Administrative Requirements:  Submittal procedures.
B. Section 01 60 00 - Product Requirements:  Requirements for material and product quality.

1.03 REFERENCES AND STANDARDS
A. For products and workmanship specified by reference to a document or documents not included

in the Project Manual, also referred to as reference standards, comply with requirements of the
standard, except when more rigid requirements are specified or are required by applicable codes.

B. Conform to reference standard of date of issue current on date specified in the individual
specification sections, except where a specific date is established by applicable code.

C. Obtain copies of standards where required by product specification sections.
D. Maintain copy at project site during submittals, planning, and progress of the specific work, until

Substantial Completion.
E. Should specified reference standards conflict with Contract Documents, request clarification from

Architect before proceeding.
F. Neither the contractual relationships, duties, or responsibilities of the parties in Contract nor those

of Architect shall be altered from Contract Documents by mention or inference otherwise in any
reference document.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 CONTROL OF INSTALLATION

A. Monitor quality control over suppliers, manufacturers, products, services, site conditions, and
workmanship, to produce work of specified quality.

B. Comply with manufacturers' instructions, including each step in sequence.
C. Should manufacturers' instructions conflict with Contract Documents, request clarification from

Architect before proceeding.
D. Comply with specified standards as minimum quality for the work except where more stringent

tolerances, codes, or specified requirements indicate higher standards or more precise
workmanship.

E. Have work performed by persons qualified to produce required and specified quality.
F. Verify that field measurements are as indicated on shop drawings or as instructed by the

manufacturer.
G. Secure products in place with positive anchorage devices designed and sized to withstand

stresses, vibration, physical distortion, and disfigurement.
3.02 TOLERANCES

A. Monitor fabrication and installation tolerance control of products to produce acceptable Work.  Do
not permit tolerances to accumulate.
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B. Comply with manufacturers' tolerances.  Should manufacturers' tolerances conflict with Contract
Documents, request clarification from Architect before proceeding.

C. Adjust products to appropriate dimensions; position before securing products in place.
3.03 DEFECT ASSESSMENT

A. Replace Work or portions of the Work not complying with specified requirements.
B. If, in the opinion of Owner, it is not practical to remove and replace the work, Owner will direct an

appropriate remedy or adjust payment.
END OF SECTION
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TEMPORARY FACILITIES AND CONTROLS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Temporary telecommunications services.
B. Temporary sanitary facilities.
C. Temporary Controls:  enclosures.
D. Vehicular access and parking.
E. Waste removal facilities and services.

1.02 RELATED REQUIREMENTS
A. Section 01 35 53 - Security Procedures

1.03 TEMPORARY UTILITIES
A. Owner will make the following utilities available for Contractor's temporary connection:

1. Electrical power , consisting of connection to existing facilities.
2. Water supply, consisting of connection to existing facilities.

1.04 TELECOMMUNICATIONS SERVICES
A. Provide, maintain, and pay for mobile telecommunications services to site at time of project

mobilization.
1.05 TEMPORARY SANITARY FACILITIES

A. Use of existing facilities  is permitted with the approval of Owner's Project Manager.
B. Maintain daily in clean and sanitary condition.
C. At end of construction, return facilities to same or better condition as originally found.

1.06 INTERIOR ENCLOSURES
A. Provide temporary partitions  as indicated to separate work areas from Owner-occupied areas, to

prevent penetration of dust and moisture into Owner-occupied areas, and to prevent damage to
existing materials and equipment.

B. Construction:  Framing and reinforced polyethylene sheet materials with closed joints and sealed
edges at intersections with existing surfaces:

1.07 VEHICULAR ACCESS AND PARKING​​
A. Coordinate access and haul routes with governing authorities and Owner.
B. Provide and maintain access to fire hydrants, free of obstructions.
C. Existing parking areas located at the project site may be used for construction parking. Up to 12

spaces as approved by Owner's Project Manager..
1.08 WASTE REMOVAL

A. Provide waste removal facilities and services as required to maintain the site in clean and orderly
condition.

B. Provide containers with lids.  Remove trash from site daily.
C. If materials to be recycled or re-used on the project must be stored on-site, provide suitable non-

combustible containers; locate containers holding flammable material outside the structure unless
otherwise approved by the authorities having jurisdiction.

D. Open free-fall chutes are not permitted.  Terminate closed chutes into appropriate containers with
lids.
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PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION
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PRODUCT REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. General product requirements.
B. Re-use of existing products.
C. Transportation, handling, storage and protection.
D. Product option requirements.
E. Substitution limitations.
F. Maintenance materials, including extra materials, spare parts, tools, and software.

1.02 RELATED REQUIREMENTS
A. Document 01 60 01 - Substitution Request Form.
B. Section 01 40 00 - Quality Requirements:  Product quality monitoring.

1.03 SUBMITTALS
A. Product Data Submittals:  Submit manufacturer's standard published data.  Mark each copy to

identify applicable products, models, options, and other data.  Supplement manufacturers'
standard data to provide information specific to this Project.

B. Shop Drawing Submittals:  Prepared specifically for this Project; indicate utility and electrical
characteristics, utility connection requirements, and location of utility outlets for service for
functional equipment and appliances.

C. Sample Submittals:  Illustrate functional and aesthetic characteristics of the product, with integral
parts and attachment devices. Coordinate sample submittals for interfacing work.
1. For selection from standard finishes, submit samples of the full range of the manufacturer's

standard colors, textures, and patterns.
PART 2  PRODUCTS
2.01 EXISTING PRODUCTS

A. Do not use materials and equipment removed from existing premises unless specifically required
or permitted by Contract Documents.

B. Existing materials and equipment indicated to be removed, but not to be re-used, relocated,
reinstalled, delivered to the Owner, or otherwise indicated as to remain the property of the Owner,
become the property of the Contractor; remove from site.

2.02 NEW PRODUCTS
A. Provide new products unless specifically required or permitted by Contract Documents.
B. See Section 01 40 00 - Quality Requirements, for additional source quality control requirements.

2.03 PRODUCT OPTIONS
A. Products Specified by Reference Standards or by Description Only:  Use any product meeting

those standards or description.
B. Products Specified by Naming One or More Manufacturers:  Use a product of one of the

manufacturers named and meeting specifications, no options or substitutions allowed.
C. Products Specified by Naming One or More Manufacturers with a Provision for Substitutions:

 Submit a request for substitution for any manufacturer not named.
2.04 MAINTENANCE MATERIALS

A. Furnish extra materials, spare parts, tools, and software of types and in quantities specified in
individual specification sections.
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B. Deliver to Project site; obtain receipt prior to final payment.
PART 3  EXECUTION
3.01 SUBSTITUTION LIMITATIONS

A. Instructions to Bidders specifies time restrictions for submitting requests for substitutions during
the bidding period and the documents required.

B. Submit substitution requests by completing the form Document 01 60 01; see this section for
additional information and instructions.  Use only this form; other forms of submission are
 unacceptable.

C. Substitutions may be considered when a product becomes unavailable through no fault of the
Contractor.

D. Document each request with complete data substantiating compliance of proposed substitution
with Contract Documents.

E. A request for substitution constitutes a representation that the submitter:
1. Has investigated proposed product and determined that it meets or exceeds the quality level

of the specified product.
2. Agrees to provide the same warranty for the substitution as for the specified product.
3. Agrees to coordinate installation and make changes to other Work that may be required for

the Work to be complete with no additional cost to Owner.
4. Waives claims for additional costs or time extension that may subsequently become

apparent.
F. Substitutions will not be considered when they are indicated or implied on shop drawing or

product data submittals, without separate written request, or when acceptance will require
revision to the Contract Documents.

G. Substitution Submittal Procedure (after contract award):
1. Submit substitution requests by completing the form Document 01 60 01; see this section for

additional information and instructions.  Use only this form; other forms of submission are
 unacceptable.

2. Submit three copies of request for substitution for consideration.  Limit each request to one
proposed substitution.

3. Submit shop drawings, product data, and certified test results attesting to the proposed
product equivalence.  Burden of proof is on proposer.

4. The Architect will notify Contractor in writing of decision to accept or reject request.
3.02 TRANSPORTATION AND HANDLING

A. Package products for shipment in manner to prevent damage; for equipment, package to avoid
loss of factory calibration.

B. If special precautions are required, attach instructions prominently and legibly on outside of
packaging.

C. Coordinate schedule of product delivery to designated prepared areas in order to minimize site
storage time and potential damage to stored materials.

D. Transport and handle products in accordance with manufacturer's instructions.
E. Transport materials in covered trucks to prevent contamination of product and littering of

surrounding areas.
F. Promptly inspect shipments to ensure that products comply with requirements, quantities are

correct, and products are undamaged.
G. Provide equipment and personnel to handle products by methods to prevent soiling,

disfigurement, or damage, and to minimize handling.
H. Arrange for the return of packing materials, such as wood pallets, where economically feasible.
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3.03 STORAGE AND PROTECTION
A. Designate receiving/storage areas for incoming products so that they are delivered according to

installation schedule and placed convenient to work area in order to minimize waste due to
excessive materials handling and misapplication.  See Section 01 74 19.

B. Store and protect products in accordance with manufacturers' instructions.
C. Store with seals and labels intact and legible.
D. Store sensitive products in weathertight, climate-controlled enclosures in an environment

favorable to product.
E. Protect products from damage or deterioration due to construction operations, weather,

precipitation, humidity, temperature, sunlight and ultraviolet light, dirt, dust, and other
contaminants.

F. Comply with manufacturer's warranty conditions, if any.
G. Cover products subject to deterioration with impervious sheet covering.  Provide ventilation to

prevent condensation and degradation of products.
H. Prevent contact with material that may cause corrosion, discoloration, or staining.
I. Provide equipment and personnel to store products by methods to prevent soiling, disfigurement,

or damage.
J. Arrange storage of products to permit access for inspection. Periodically inspect to verify products

are undamaged and are maintained in acceptable condition.
END OF SECTION
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SUBSTITUTION REQUEST FORM 
 
TO:  Robertson Sherwood Architects pc 
  132 East Broadway – Suite 540 
  Eugene, Oregon 97401 
 
PROJECT: Springfield City Hall – Restroom Renovation 
  225 5th Street  
  Springfield, Oregon 
   
 
SPECIFIED ITEM:                                                                                                                                        
       Section  Paragraph          Description 
 
The undersigned requests consideration of the following: 
 
PROPOSED SUBSTITUTION:                                                                                                                         
 
                                                                                                                                                                          
 
Attached data includes product descriptions, specifications, drawings, photographs, performance and test 
data adequate for evaluation of request including identification of applicable data portions. 
 
Attached data also includes description of changes to Contract Documents and proposed substitution 
requires for proper installation. 
 
The undersigned certifies following items, unless modified by attachments, are correct: 
 
1. Proposed substitution does not affect dimensions shown on drawings. 
 
2.  Undersigned pays for changes to building design, including engineering design, detailing, and 

construction costs caused by proposed substitution. 
 
3.  Proposed substitution has no adverse effect on other trades, construction schedule, or specified 

warranty requirements. 
 
4.  Maintenance and service parts available locally or readily obtainable for proposed substitution. 
 
Undersigned further certifies function, appearance, and quality of proposed substitution are equivalent to 
or superior to specified item. 
 

Submitted by: ____________________________________ 
 
Signature: _______________________________________ 
 
Firm: ___________________________________________ 
 
Address:________________________________________ 
 
_______________________________________________ 
 
Date: ___________________________________________ 
 
Tel: ___________________ Fax: _____________________ 
 
Attachments:_____________________________________ 

For use by Architect: 

  ☐ Approved                   ☐ Approved as noted. 

  ☐ Not Approved             ☐ Received too late 

 
By: ____________________________________________ 
 
Date: __________________________________________ 
_________________________________________________ 
 
For use by Owner’s Representative: 

  ☐ Approved                   ☐ Approved as noted. 

  ☐ Not Approved            ☐ Received too late 

 
By: ____________________________________________ 
 
Date: ___________________________________________ 
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EXECUTION AND CLOSEOUT REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Examination, preparation, and general installation procedures.
B. Requirements for alterations work, including selective demolition.
C. Pre-installation meetings.
D. Cutting and patching.
E. Cleaning and protection.
F. Closeout procedures, including Contractor's Correction Punch List, except payment procedures.

1.02 RELATED REQUIREMENTS
A. Section 01 10 00 - Summary:  Limitations on working in existing building; continued occupancy;

work sequence; identification of salvaged and relocated materials.
B. Section 01 30 00 - Administrative Requirements:  Submittals procedures.
C. Section 01 50 00 - Temporary Facilities and Controls:   Temporary controls.
D. Section 01 50 00 - Temporary Facilities and Controls:  Temporary interior partitions.
E. Section 01 78 00 - Closeout Submittals:  Project record documents, operation and maintenance

data, warranties .
1.03 PROJECT CONDITIONS

A. Maintain existing paths of egress travel free of obstructions throughout performance of the work.
B. Ventilate enclosed areas to assist cure of materials, to dissipate humidity, and to prevent

accumulation of dust, fumes, vapors, or gases.
C. Dust Control:  Execute work by methods to minimize raising dust from construction operations.

 Provide positive means to prevent air-borne dust from dispersing into atmosphere and over
adjacent property.
1. Provide dust-proof enclosures to prevent entry of dust generated outdoors.
2. Provide dust-proof barriers between construction areas and areas continuing to be occupied

by Owner.
D. Noise Control:  Provide methods, means, and facilities to minimize noise produced by

construction operations.
1. At All Times:  Excessively noisy tools and operations will not be tolerated inside the building

except as approved by Owner's Project Manager at any time of day; excessively noisy
includes pneumatic hammers.

1.04 COORDINATION
A. See Section 01 10 00 for occupancy-related requirements.
B. Coordinate scheduling, submittals, and work of the various sections of the Project Manual to

ensure efficient and orderly sequence of installation of interdependent construction elements, with
provisions for accommodating items installed later.

C. Coordinate completion and clean-up of work of separate sections.
D. After Owner occupancy of premises, coordinate access to site for correction of defective work

and work not in accordance with Contract Documents, to minimize disruption of Owner's
activities.



EXECUTION AND CLOSEOUT REQUIREMENTS  - 01 70 00 

Springfield City Hall - Restroom
Renovation  01 70 00 - 2   

PART 2  PRODUCTS
2.01 PATCHING MATERIALS

A. New Materials:  As specified in product sections; match existing products and work for patching
and extending work.

B. Type and Quality of Existing Products:  Determine by inspecting and testing products where
necessary, referring to existing work as a standard.

C. Product Substitution:  For any proposed change in materials, submit request for substitution
described in Section 01 60 00 - Product Requirements.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that existing site conditions and substrate surfaces are acceptable for subsequent work.
 Start of work means acceptance of existing conditions.

B. Verify that existing substrate is capable of structural support or attachment of new work being
applied or attached.

C. Examine and verify specific conditions described in individual specification sections.
D. Take field measurements before confirming product orders or beginning fabrication, to minimize

waste due to over-ordering or misfabrication.
E. Verify that utility services are available, of the correct characteristics, and in the correct locations.
F. Prior to Cutting:  Examine existing conditions prior to commencing work, including elements

subject to damage or movement during cutting and patching.  After uncovering existing work,
assess conditions affecting performance of work.  Beginning of cutting or patching means
acceptance of existing conditions.

3.02 PREPARATION
A. Clean substrate surfaces prior to applying next material or substance.
B. Seal cracks or openings of substrate prior to applying next material or substance.
C. Apply manufacturer required or recommended substrate primer, sealer, or conditioner prior to

applying any new material or substance in contact or bond.
3.03 PREINSTALLATION MEETINGS

A. When required in individual specification sections, convene a preinstallation meeting at the site
prior to commencing work of the section.

B. Require attendance of parties directly affecting, or affected by, work of the specific section.
C. Notify Architect four days in advance of meeting date.
D. Prepare agenda and preside at meeting:

1. Review conditions of examination, preparation and installation procedures.
2. Review coordination with related work.

E. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.04 GENERAL INSTALLATION REQUIREMENTS
A. Install products as specified in individual sections, in accordance with manufacturer's instructions

and recommendations, and so as to avoid waste due to necessity for replacement.
B. Make vertical elements plumb and horizontal elements level, unless otherwise indicated.
C. Install equipment and fittings plumb and level, neatly aligned with adjacent vertical and horizontal

lines, unless otherwise indicated.
D. Make consistent texture on surfaces, with seamless transitions, unless otherwise indicated.
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E. Make neat transitions between different surfaces, maintaining texture and appearance.  
3.05 ALTERATIONS

A. Keep areas in which alterations are being conducted separated from other areas that are still
occupied.
1. Provide, erect, and maintain temporary dustproof partitions of construction specified in

Section 01 50 00 in locations indicated on drawings.
B. Remove existing work as indicated and as required to accomplish new work.

1. Remove items indicated on drawings.
2. Relocate items indicated on drawings.
3. Where new surface finishes are to be applied to existing work, perform removals, patch, and

prepare existing surfaces as required to receive new finish; remove existing finish if
necessary for successful application of new finish.

4. Where new surface finishes are not specified or indicated, patch holes and damaged
surfaces to match adjacent finished surfaces as closely as possible.

C. Protect existing work to remain.
1. Prevent movement of structure; provide shoring and bracing if necessary.
2. Perform cutting to accomplish removals neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.

D. Adapt existing work to fit new work:  Make as neat and smooth transition as possible.
1. When existing finished surfaces are cut so that a smooth transition with new work is not

possible, terminate existing surface along a straight line at a natural line of division and
make recommendation to Architect.

2. Where removal of partitions or walls results in adjacent spaces becoming one, rework floors,
walls, and ceilings to a smooth plane without breaks, steps, or bulkheads.

3. Where a change of plane of 1/4 inch or more occurs in existing work, submit
recommendation for providing a smooth transition for Architect review and request
instructions.

4. Trim existing wood doors as necessary to clear new floor finish.  Refinish trim as required.
E. Patching:  Where the existing surface is not indicated to be refinished, patch to match the surface

finish that existed prior to cutting.  Where the surface is indicated to be refinished, patch so that
the substrate is ready for the new finish.

F. Refinish existing surfaces as indicated:
1. Where rooms or spaces are indicated to be refinished, refinish all visible existing surfaces to

remain to the specified condition for each material, with a neat transition to adjacent finishes.
2. If mechanical or electrical work is exposed accidentally during the work, re-cover and refinish

to match.
G. Clean existing systems and equipment.
H. Remove demolition debris and abandoned items from alterations areas and dispose of off-site; do

not burn or bury.
I. Do not begin new construction in alterations areas before demolition is complete.
J. Comply with all other applicable requirements of this section.

3.06 CUTTING AND PATCHING
A. Whenever possible, execute the work by methods that avoid cutting or patching.
B. See Alterations article above for additional requirements.
C. Perform whatever cutting and patching is necessary to:

1. Complete the work.
2. Fit products together to integrate with other work.
3. Provide openings for penetration of mechanical, electrical, and other services.
4. Match work that has been cut to adjacent work.
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5. Repair areas adjacent to cuts to required condition.
6. Repair new work damaged by subsequent work.
7. Remove samples of installed work for testing when requested.
8. Remove and replace defective and non-complying work.

D. Execute work by methods that avoid damage to other work and that will provide appropriate
surfaces to receive patching and finishing.  In existing work, minimize damage and restore to
original condition.

E. Restore work with new products in accordance with requirements of Contract Documents.
F. Patching:

1. Finish patched surfaces to match finish that existed prior to patching.  On continuous
surfaces, refinish to nearest intersection or natural break.  For an assembly, refinish entire
unit.

2. Match color, texture, and appearance.
3. Repair patched surfaces that are damaged, lifted, discolored, or showing other imperfections

due to patching work. If defects are due to condition of substrate, repair substrate prior to
repairing finish.

3.07 PROGRESS CLEANING
A. Maintain areas free of waste materials, debris, and rubbish.  Maintain site in a clean and orderly

condition.
B. Remove debris and rubbish from pipe chases, plenums, attics, crawl spaces, and other closed or

remote spaces, prior to enclosing the space.
C. Broom and vacuum clean interior areas prior to start of surface finishing, and continue cleaning to

eliminate dust.
D. Collect and remove waste materials, debris, and trash/rubbish from site daily and dispose off-site;

do not burn or bury.
3.08 PROTECTION OF INSTALLED WORK

A. Protect installed work from damage by construction operations.
B. Provide special protection where specified in individual specification sections.
C. Provide temporary and removable protection for installed products. Control activity in immediate

work area to prevent damage.
D. Provide protective coverings at walls, projections, jambs, sills, and soffits of openings.
E. Protect finished floors, stairs, and other surfaces from traffic, dirt, wear, damage, or movement of

heavy objects, by protecting with durable sheet materials.
F. Remove protective coverings when no longer needed; reuse or recycle coverings if possible.

3.09 FINAL CLEANING
A. Use cleaning materials that are nonhazardous.
B. Clean interior and exterior glass, surfaces exposed to view; remove temporary labels, stains and

foreign substances, polish transparent and glossy surfaces,  vacuum carpeted and soft surfaces.
C. Remove all labels that are not permanent.  Do not paint or otherwise cover fire test labels or

nameplates on mechanical and electrical  equipment.
D. Clean equipment and fixtures to a sanitary condition with cleaning materials appropriate to the

surface and material being cleaned.
E. Remove waste, surplus materials, trash/rubbish, and construction facilities from the site; dispose

of in legal manner; do not burn or bury.
3.10 CLOSEOUT PROCEDURES

A. Make submittals that are required by governing or other authorities.
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1. Provide copies to Architect and Owner.
B. Accompany Project Manager on preliminary inspection to determine items to be listed for

completion or correction in the Contractor's Correction Punch List for Contractor's Notice of
Substantial Completion.

C. Notify Architect when work is considered ready for Architect's Substantial Completion inspection.
D. Submit written certification containing Contractor's Correction Punch List, that Contract

Documents have been reviewed, work has been inspected, and that work is complete in
accordance with Contract Documents and ready for Architect's Substantial Completion
inspection.

E. Conduct Substantial Completion inspection and create Final Correction Punch List containing
Architect's and Contractor's comprehensive list of items identified to be completed or corrected
and submit to Architect.

F. Correct items of work listed in Final Correction Punch List and comply with requirements for
access to Owner-occupied areas.

G. Notify Architect when work is considered finally complete and ready for Architect's Substantial
Completion final inspection.

H. Complete items of work determined by Architect listed in executed Certificate of Substantial
Completion.

END OF SECTION
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CLOSEOUT SUBMITTALS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Project record documents.
B. Warranties and bonds.

1.02 RELATED REQUIREMENTS
A. Section 01 30 00 - Administrative Requirements:  Submittals procedures, shop drawings, product

data, and samples.
B. Section 01 70 00 - Execution and Closeout Requirements:  Contract closeout procedures.
C. Individual Product Sections:  Warranties required for specific products or Work.

1.03 SUBMITTALS
A. Project Record Documents:  Submit documents to Architect with claim for final Application for

Payment.
B. Warranties and Bonds:

1. For equipment or component parts of equipment put into service during construction with
Owner's permission, submit documents within 10 days after acceptance.

2. Make other submittals within 10 days after Date of Substantial Completion, prior to final
Application for Payment.

3. For items of Work for which acceptance is delayed beyond Date of Substantial Completion,
submit within 10 days after acceptance, listing the date of acceptance as the beginning of
the warranty period.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 PROJECT RECORD DOCUMENTS

A. Maintain on site one set of the following record documents; record actual revisions to the Work:
1. Drawings.
2. Specifications.
3. Addenda.
4. Change Orders and other modifications to the Contract.

B. Ensure entries are complete and accurate, enabling future reference by Owner.
C. Store record documents separate from documents used for construction.
D. Record information concurrent with construction progress.
E. Specifications:  Legibly mark and record at each product section description of actual products

installed, including the following:
1. Changes made by Addenda and modifications.

F. Record Drawings:  Legibly mark each item to record actual construction including:
1. Measured locations of internal utilities and appurtenances concealed in construction,

referenced to visible and accessible features of the Work.
2. Field changes of dimension and detail.
3. Details not on original Contract drawings.

3.02 WARRANTIES AND BONDS
A. Obtain warranties and bonds, executed in duplicate by responsible Subcontractors, suppliers,

and manufacturers, within 10 days after completion of the applicable item of work.  Except for
items put into use with Owner's permission, leave date of beginning of time of warranty until Date
of Substantial completion is determined.

B. Verify that documents are in proper form, contain full information, and are notarized.
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C. Co-execute submittals when required.
D. Retain warranties and bonds until time specified for submittal.

END OF SECTION
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DEMOLITION
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Selective demolition of building elements for alteration purposes.
1.02 RELATED REQUIREMENTS

A. Section 01 10 00 - Summary:  Limitations on Contractor's use of site and premises.
B. Section 01 50 00 - Temporary Facilities and Controls:  Protective barriers, and waste removal.

1.03 REFERENCE STANDARDS
A. 29 CFR 1926 - U.S. Occupational Safety and Health Standards; current edition.
B. NFPA 241 - Standard for Safeguarding Construction, Alteration, and Demolition Operations;

2013.
PART 2  PRODUCTS -- NOT USED
PART 3  EXECUTION
3.01 GENERAL PROCEDURES AND PROJECT CONDITIONS

A. Minimize production of dust due to demolition operations.
B. Protect existing construction to remain.

3.02 EXISTING UTILITIES
A. Protect existing utilities to remain from damage.
B. Do not close, shut off, or disrupt existing life safety systems that are in use without at least 7 days

prior written notification to Owner.
C. Do not close, shut off, or disrupt existing utility branches or take-offs that are in use without at

least 3 days prior written notification to Owner.
3.03 SELECTIVE DEMOLITION FOR ALTERATIONS

A. Separate areas in which demolition is being conducted from areas that remain occupied.
1. Provide temporary dustproof enclosures if necessary.

B. Remove existing work as indicated and required to accomplish new work.
1. Removal of existing floor and wall tile.
2. Removal of existing interior walls indicated on Drawings.
3. Removal of existing ceiling system in its entirety, including ceiling-mounted light fixtures,

HVAC diffusers & grilles, fire suppression sprinkler heads, and other systems as indicated
on Drawings.

4. Removal of toilet partition systems.
5. Removal of existing doors and frames as indicated on Drawings.
6. Removal of plumbing drains, fixtures and systems as indicated on Drawings.
7. Removal of counters as indicated on Drawings.
8. Removal of electrical fixtures and systems as indicated on Drawings.
9. Remove other items as indicated on Drawings.

C. Remove the following items and salvage to Owner.
1. Automatic door openers.
2. Door hardware.

3.04 DEBRIS AND WASTE REMOVAL
A. Remove debris, junk, and trash from project area and site.
B. Leave project areas in clean condition, ready for subsequent work.

END OF SECTION
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ARCHITECTURAL WOOD CASEWORK
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Specially fabricated cabinet units.
B. Countertops.
C. Hardware.

1.02 RELATED REQUIREMENTS
A. Section 09 21 16 - Gypsum Board Systems: Wall framing and backing.

1.03 REFERENCE STANDARDS
A. ANSI A208.2 - Medium Density Fiberboard (MDF) for Interior Applications; 2022.
B. AWI/AWMAC/WI (AWS) - Architectural Woodwork Standards, 2nd Edition; 2014, with Errata

(2016).
C. AWMAC/WI (NAAWS) - North American Architectural Woodwork Standards; 2021, with Errata.
D. NEMA LD 3 - High-Pressure Decorative Laminates; 2005.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Preinstallation Meeting:  Convene a preinstallation meeting not less than one week before

starting work of this section; require attendance by all affected installers.
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Shop Drawings:  Indicate materials, component profiles, fastening methods, jointing details, and

accessories.
C. Product Data:  Provide data for hardware accessories.
D. Samples: Submit 2 samples of each specified color of plastic laminate for verification of color and

finish.
1.06 QUALITY ASSURANCE

A. Fabricator / Installer Qualifications:  Company specializing in fabricating the products specified in
this section with minimum five years of experience.

1.07 DELIVERY, STORAGE, AND HANDLING
A. Protect units from moisture damage.

1.08 FIELD CONDITIONS
A. During and after installation of custom cabinets, maintain temperature and humidity conditions in

building spaces at same levels planned for occupancy.
PART 2  PRODUCTS
2.01 CABINETS

A. Quality Standard:  ​Custom Grade​, in accordance with ​AWI/AWMAC/WI (AWS) or AWMAC/WI
(NAAWS)​, unless noted otherwise.

B. Cabinets:
1. Finish - Exposed Exterior Surfaces:  Decorative laminate.
2. Finish - Concealed Surfaces:  Manufacturer's option.

2.02 PANEL CORE MATERIALS
A. Medium Density Fiberboard (MDF):  Composite panel composed of cellulosic fibers, additives,

and bonding system; cured under heat and pressure; comply with ANSI A208.2.
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1. Grade:  ​115​; moisture resistance:  ​MR50​.
2. Panel Thickness:  ​3/4 inch​.

2.03 LAMINATE MATERIALS
A. Manufacturers:

1. Formica Corporation:  www.formica.com.
2. Panolam Industries International, Inc\Nevamar:  www.nevamar.com.
3. Wilsonart, LLC:  www.wilsonart.com.
4. Substitutions:  See Section 01 60 00 - Product Requirements.

B. High Pressure Decorative Laminate (HPDL):  NEMA LD 3, types as recommended for specific
applications.

C. Provide specific types as indicated.
1. Horizontal Surfaces:  HGS, 0.048 inch nominal thickness,   textured, low gloss  finish.

a. Colors: As selected.
2. Laminate Backer:  BKL, 0.020 inch nominal thickness, undecorated; for application to

concealed backside of panels faced with high pressure decorative laminate.
2.04 LACQUERED PANELS
2.05 COUNTERTOPS

A. Plastic Laminate Countertops:  Medium density fiberboard substrate covered with HPDL,
conventionally fabricated with plastic laminate edge bannding.

2.06 ACCESSORIES
A. Adhesive:  Type recommended by fabricator to suit application.
B. Fasteners:  Size and type to suit application.
C. Concealed Joint Fasteners:  Threaded steel.

2.07 HARDWARE
A. Vanity Brackets:  Fixed, ADA-compliant, face-of-stud mounting.

1. Material and Shape:  Steel; formed compound shapes.
a. Finish:  Manufacturer's standard, factory-applied, textured powder coat.
b. Color:  Black.

2. Height:  18 inches.
3. Support Length:  21-1/2 inches.
4. Products:

a. A&M Hardware, Inc; ADA Vanity Brackets:  www.aandmhardware.com/#sle.
b. Rakks/Rangine Corporation; ADA Compliant EHV Vanity Supports:

 www.rakks.com/#sle.
c. Substitutions:  See Section 01 60 00 - Product Requirements.

2.08 FABRICATION
A. Assembly:  Shop assemble cabinets for delivery to site in units easily handled and to permit

passage through building openings.
B. Fitting: When necessary to cut and fit on site, provide materials with ample allowance for cutting.

 Provide matching trim for scribing and site cutting.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify adequacy of backing and support framing.
B. Verify location and sizes of utility rough-in associated with work of this section.
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3.02 INSTALLATION
A. Install work in accordance with AWI/AWMAC/WI (AWS) or AWMAC/WI (NAAWS) requirements

for grade indicated.
B. Set and secure custom cabinets in place, assuring that they are rigid, plumb, and level.
C. Use fixture attachments in concealed locations for wall mounted components.
D. Use concealed joint fasteners to align and secure adjoining cabinet units.
E. Carefully scribe casework abutting other components, with maximum gaps of 1/32 inch.  Do not

use additional overlay trim for this purpose.
F. Countersink anchorage devices at exposed locations.  Conceal with solid wood plugs of species

to match surrounding wood; finish flush with surrounding surfaces.
END OF SECTION
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JOINT SEALERS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Sealants and joint backing.
1.02 RELATED REQUIREMENTS

A. Section 09 21 16 - Gypsum Board Assemblies:  Acoustical assemblies.
1.03 REFERENCE STANDARDS

A. ASTM C834 - Standard Specification for Latex Sealants; 2014.
B. ASTM C920 - Standard Specification for Elastomeric Joint Sealants; 2014.
C. ASTM C1193 - Standard Guide for Use of Joint Sealants; 2013.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Coordinate the work with other sections referencing this section.

1.05 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide data indicating sealant chemical characteristics and substrate preparation.
C. Manufacturer's Installation Instructions:  Indicate special procedures.

1.06 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the Products specified in

this section with minimum three years documented experience.
B. Applicator Qualifications:  Company specializing in performing the work of this section with

minimum three years experience.
1.07 FIELD CONDITIONS

A. Maintain temperature and humidity recommended by the sealant manufacturer during and after
installation.

1.08 WARRANTY
A. See Section 01 78 00 - Closeout Submittals, for additional warranty requirements.
B. Extended Correction Period: Correct defective work within a five year period after Date of

Substantial Completion.
C. Warranty:  Include coverage for installed sealants and accessories which fail to achieve airtight

seal, exhibit loss of adhesion or cohesion, or do not cure.
PART 2  PRODUCTS
2.01 SEALANTS

A. Sealant Type A, MS Polymer Sealant: ASTM C920, Type S, Grade NS, Class 100/50; single or
two-part component silyl-terminated polyether, moisture curing, non-staining, non-bleeding,
capable of continuous water immersion, non-sagging type; multiple colors as selected to match
adjacent materials; meeting the following minimum requirements:
1. Elongation Capability:  100 percent
2. Service Temperature Range:  -40 to 200 degrees F
3. Shore A Hardness Range:  20 to 35
4. Approved Products:

a. MasterSeal NP 150 (Sonolastic 150) by BASF.
b. Substitutions:  See Section 01 60 00 - Product Requirements.
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B. Sealant Type B, Acoustical Sealant: ASTM C834; single component latex, non-staining, non-
bleeding, non-sagging type, paintable.
1. Approved Products:

a. AC-20 FTR Acoustical and Insulation Sealant by Pecora Corporation.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 ACCESSORIES
A. Primer:  Non-staining type, recommended by sealant manufacturer to suit application.
B. Joint Backing:  Round foam rod compatible with sealant; closed cell polyethylene; oversized 30 to

50 percent larger than joint width.
C. Bond Breaker:  Pressure sensitive tape recommended by sealant manufacturer to suit

application.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate surfaces are ready to receive work.
B. Verify that joint backing and release tapes are compatible with sealant.

3.02 PREPARATION
A. Remove loose materials and foreign matter that could impair adhesion of sealant.
B. Clean and prime joints in accordance with manufacturer's instructions.
C. Perform preparation in accordance with manufacturer's instructions and ASTM C1193.
D. Protect elements surrounding the work of this section from damage or disfigurement.

3.03 INSTALLATION
A. Perform work in accordance with sealant manufacturer's requirements for preparation of surfaces

and material installation instructions.
B. Perform installation in accordance with ASTM C1193.
C. Measure joint dimensions and size joint backers to achieve the following, unless otherwise

indicated:
1. Width/depth ratio of 2:1.
2. Neck dimension no greater than 1/3 of the joint width.
3. Surface bond area on each side not less than 75 percent of joint width.

D. Install bond breaker where joint backing is not used.
E. Install sealant free of air pockets, foreign embedded matter, ridges, and sags.
F. Apply sealant within recommended application temperature ranges.  Consult manufacturer when

sealant cannot be applied within these temperature ranges.
G. Tool joints concave.

3.04 CLEANING
A. Clean adjacent soiled surfaces.

3.05 SCHEDULE
A. Type A - MS Polymer:

1. Perimeter of exterior metal frames.
2. As indicated on Drawings.

B. Type B - Acoustical Sealant:
1. Under stud track at acoustical walls, 2 beads continuous.
2. Perimeter of gypsum board in acoustical walls, and corner intersections.
3. Perimeter of penetrations in acoustical walls.
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4. As indicated on Drawings.
END OF SECTION
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HOLLOW METAL FRAMES
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Non-fire-rated hollow metal frames for wood doors and glazed borrowed lites.
B. Interior glazed borrowed lite frames.

1.02 RELATED REQUIREMENTS
A. Section 08 14 16 -   Flush Wood Doors:  Non-hollow metal door for hollow metal frames.
B. Section 08 71 00 -   Door Hardware:  Hardware.
C. Section 08 80 00 - Glazing:  Glazing for borrowed lites.

1.03 REFERENCE STANDARDS
A. ADA Standards - 2010 ADA Standards for Accessible Design; 2010.
B. ANSI/SDI A250.8 - Specifications for Standard Steel Doors and Frames (SDI-100); 2023.
C. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2023.
D. ASTM A879/A879M - Standard Specification for Steel Sheet, Zinc Coated by the Electrolytic

Process for Applications Requiring Designation of the Coating Mass on Each Surface; 2012.
E. ASTM A1008/A1008M - Standard Specification for Steel, Sheet, Cold-Rolled, Carbon, Structural,

High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability, Required
Hardness, Solution Hardened, and Bake Hardenable; 2023, with Editorial Revision.

F. ASTM A1011/A1011M - Standard Specification for Steel, Sheet and Strip, Hot-Rolled, Carbon,
Structural, High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability, and
Ultra-High Strength; 2023.

G. BHMA A156.115 - Hardware Preparation in Steel Doors and Frames; 2016.
H. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.
I. NAAMM HMMA 830 - Hardware Selection for Hollow Metal Doors and Frames; 2002.
J. NAAMM HMMA 831 - Hardware Locations for Hollow Metal Doors and Frames; 2011.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Materials and details of design and construction, hardware locations,

reinforcement type and locations, anchorage and fastening methods, and finishes.
C. Shop Drawings:  Details of each opening, showing elevations, glazing, frame profiles, and

identifying location of different finishes, if any.
D. Samples:  Submit one sample of frame metal, 2 by 2 inches, showing factory finishes, colors, and

surface textures.
E. Installation Instructions:  Manufacturer's published instructions, including any special installation

instructions relating to this project.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this
section, with not less than ​four​ years of​​ experience.

B. Installer Qualifications:  Company specializing in performing work of the type specified and with at
least ​three​ years of​​ experience​​.
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1.06 DELIVERY, STORAGE, AND HANDLING
A. Store in accordance with applicable requirements and in compliance with standards and/or

custom guidelines as indicated.
B. Protect with resilient packaging; avoid humidity build-up under coverings; prevent corrosion.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Hollow Metal Frames with Applied Casings, Prefinished:
1. IDP - International Door Products Corp​​:  www.idpframes.com/#sle.
2. Timely Industries, Inc​​:  www.timelyframes.com/#sle.
3. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 PERFORMANCE REQUIREMENTS
A. Door Frame Type:  Provide hollow metal door frames with ​applied casings​.
B. Steel Sheet:  Comply with one or more of the following requirements; galvannealed steel

complying with ASTM A653/A653M, cold-rolled steel complying with ASTM A1008/A1008M, or
hot-rolled pickled and oiled (HRPO) steel complying with ASTM A1011/A1011M, commercial
steel (CS) Type B, for each.

C. Accessibility:  Comply with ICC A117.1 and ADA Standards.
D. Glazed Lights:  Non-removable stops on non-secure side; sizes and configurations as indicated

on drawings.  Style:  Manufacturers standard.
E. Hardware Preparations, Selections and Locations:  Comply with BHMA A156.115, NAAMM

HMMA 830, NAAMM HMMA 831 or ANSI/SDI A250.8 (SDI-100) in accordance with specified
requirements.

F. Transom Bars:  Fixed, of profile same as jamb and head.
G. Frames for Interior Glazing or Borrowed Lites:  Construction and face dimensions to match door

frames, and as indicated on drawings.
2.03 HOLLOW METAL DOOR FRAMES WITH APPLIED CASINGS

A. Frame Type:  Knockdown, slip-on drywall frames; separate jambs and head with separate snap-
on casings both sides; factory-applied finish on exposed surfaces.
1. Frame Material:  Cold-rolled steel complying with ASTM A1008/A1008M.
2. Casing Material:  Formed steel.
3. Casing Profile:  As indicated.
4. Finish:  Factory-applied baked enamel finish, or electrostatically applied water-based paint.

a. Color:  As selected from manufacturer's full line.
B. Interior Door Frames, Non-Fire-Rated:

1. Frame Metal Thickness:  18 gauge, 0.042 inch, minimum.
2. Frames in Wet Areas:  Electro-galvanize components prior to finishing in accordance with

ASTM A879/A879M, with manufacturer's standard coating thickness.
2.04 ACCESSORIES

A. Silencers:  Resilient rubber, fitted into drilled hole; provide three on strike side of single door,
three on center mullion of pairs, and two on head of pairs without center mullions.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify that opening sizes and tolerances are acceptable.
C. Verify that finished walls are in plane to ensure proper door alignment.
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3.02 INSTALLATION
A. Install frames in accordance with manufacturer's instructions and related requirements of

specified frame standards or custom guidelines indicated.
B. Coordinate frame anchor placement with wall construction.
C. Comply with glazing installation requirements of Section 08 80 00.
D. Install door hardware as specified in Section 08 71 00.

3.03 TOLERANCES
A. Maximum Diagonal Distortion:  1/16 inch measured with straight edges, crossed corner to corner.

3.04 SCHEDULE​​
A. Refer to Door and Frame Schedule on the drawings.

END OF SECTION
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  FLUSH WOOD DOORS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Flush wood doors; flush configuration; non-rated.
1.02 RELATED REQUIREMENTS

A. Section 08 12 13 - Hollow Metal Frames.
1.03 REFERENCE STANDARDS

A. AWI/AWMAC/WI (AWS) - Architectural Woodwork Standards, 2nd Edition; 2014, with Errata
(2016).

B. AWMAC/WI (NAAWS) - North American Architectural Woodwork Standards; 2021, with Errata.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:  Indicate door core materials and construction; veneer species, type and

characteristics.
C. Shop Drawings:  Show doors and frames, elevations, sizes, types, swings, undercuts, beveling,

blocking for hardware, factory machining, factory finishing, cutouts for glazing and other details.
D. Warranty, executed in Owner's name.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in

this section with minimum five years of  experience.
B. Installer Qualifications:  Company specializing in performing work of the type specified in this

section, with not less than three years of experience.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Package, deliver and store doors in accordance with specified quality standard.
B. Accept doors on site in manufacturer's packaging, and inspect for damage.
C. Protect doors with resilient packaging sealed with heat shrunk plastic; do not store in damp or wet

areas or areas where sunlight might bleach veneer; seal top and bottom edges with tinted sealer
if stored more than one week, and break seal on site to permit ventilation.

1.07 WARRANTY
A. See Section 01 78 00 - Closeout Submittals for additional warranty requirements.
B. Manufacturer Warranty:  Provide manufacturer's warranty on interior doors for the life of the

installation. Complete forms in Owner's name and register with manufacturer.
1. Include coverage for delamination of veneer, warping beyond specified installation

tolerances, defective materials, and telegraphing core construction.
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Wood Veneer Faced Doors:
1. Eggers Industries:  www.eggersindustries.com.
2. Graham Wood Doors:  www.grahamdoors.com.
3. Marshfield DoorSystems, Inc:  www.marshfielddoors.com.
4. Oregon Door:  www.oregondoor.com.
5. VT Industries, Inc:  www.vtindustries.com/#sle.
6. Substitutions:  See Section 01 60 00 - Product Requirements.
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2.02 DOOR AND PANEL CORES
A. Non-Rated Solid Core and 20 Minute Rated Doors:  Type structural composite lumber core

(SCLC), plies and faces as indicated.
2.03 DOOR FACINGS

A. Veneer Facing for Transparent Finish:  Red oak to match existing building doors, veneer grade in
accordance with quality standard indicated, plain sliced (flat cut), with book match between
leaves of veneer, running match of spliced veneer leaves assembled on door or panel face.
1. Vertical Edges:  Same species as face veneer.

2.04 DOOR CONSTRUCTION
A. Fabricate doors in accordance with door quality standard specified.
B. Cores Constructed with stiles and rails:  

1. Provide solid blocks at lock edge for hardware reinforcement.
2. Provide solid blocking for other throughbolted hardware.

C. Factory machine doors for hardware other than surface-mounted hardware, in accordance with
hardware requirements and dimensions.

D. Factory fit doors for frame opening dimensions identified on shop drawings, with edge clearances
in accordance with specified quality standard.

E. Provide edge clearances in accordance with the quality standard specified.
2.05 FINISHES - WOOD VENEER DOORS

A. Finish work in accordance with AWI/AWMAC/WI (AWS) or AWMAC/WI (NAAWS), Section 5 -
Finishing for grade specified and as follows:
1. Transparent:

a. System - 5, Varnish, Conversion.
b. Sheen:  Semigloss.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify that opening sizes and tolerances are acceptable.
C. Do not install doors in frame openings that are not plumb or are out-of-tolerance for size or

alignment.
3.02 INSTALLATION

A. Install doors in accordance with manufacturer's instructions and specified quality standard.
B. Factory-Finished Doors:  Do not field cut or trim; if fit or clearance is not correct, replace door.
C. Use machine tools to cut or drill for hardware.
D. Coordinate installation of doors with installation of frames and hardware.

3.03 TOLERANCES
A. Comply with specified quality standard for fit and clearance tolerances.
B. Comply with specified quality standard for telegraphing, warp, and squareness.

3.04 ADJUSTING
A. Adjust doors for smooth and balanced door movement.
B. Adjust closers for full closure.
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3.05 SCHEDULE​​
A. See Door and Frame Schedule appended to this section.

END OF SECTION
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  DOOR HARDWARE 

PART 1  GENERAL 

1.01 SECTION INCLUDES 

A. Hardware for wood doors. 

B. Door seals. 

1.02 RELATED REQUIREMENTS 

A. Section 08 12 13 - Hollow Metal Frames. 

B. Section 08 14 16 -   Flush Wood Doors. 

1.03 REFERENCE STANDARDS 

A. BHMA A156.1 - American National Standard for Butts and Hinges; 2013. 

B. BHMA A156.2 - American National Standard for Bored and Preassembled Locks & Latches; 
2011. 

C. BHMA A156.4 - American National Standard for Door Controls - Closers; 2013. 

D. BHMA A156.7 - American National Standard for Template Hinge Dimensions; 2014. 

E. BHMA A156.8 - American National Standard for Door Controls - Overhead Stops and Holders; 
2010. 

F. BHMA A156.17 - American National Standard for Self-Closing Hinges & Pivots; 2014. 

G. BHMA A156.22 - American National Standard for Door Gasketing and Edge Seal Systems, 
Builders Hardware Manufacturers Association; 2012. 

H. DHI WDHS.3 - Recommended Locations for Architectural Hardware for Flush Wood Doors; 1993; 
also in WDHS-1/WDHS-5 Series, 1996. 

1.04 ADMINISTRATIVE REQUIREMENTS 

A. Coordinate the manufacture, fabrication, and installation of products that door hardware will be 
installed upon. 

B. Furnish templates for door and frame preparation to manufacturers and fabricators of products 
requiring internal reinforcement for door hardware. 

1.05 SUBMITTALS 

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures. 

B. Product Data:  Manufacturer's catalog literature for each type of hardware, marked to clearly 
show products to be furnished for this project. 

C. Hardware Schedule:  Detailed listing of each item of hardware to be installed on each door. Use 
door numbering scheme as included in the Contract Documents. 

D. Manufacturer's Installation Instructions:  Indicate special procedures, perimeter conditions 
requiring special attention. 

E. Maintenance Data:  Include data on operating hardware, lubrication requirements, and inspection 
procedures related to preventative maintenance. 

1.06 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in 
this section with minimum three years of  experience. 

B. Hardware Supplier Personnel:  Employ an Architectural Hardware Consultant (AHC) to assist in 
the work of this section. 
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1.07 DELIVERY, STORAGE, AND HANDLING 

A. Package hardware items individually; label and identify each package with door opening code to 
match hardware schedule. 

PART 2  PRODUCTS 

2.01 DOOR HARDWARE - GENERAL 

A. Provide hardware specified or required to make doors fully functional, compliant with applicable 
codes, and secure to the extent indicated. 

B. Provide items of a single type of the same model by the same manufacturer. 

C. Provide products that comply with the following: 
1. Applicable provisions of federal, state, and local codes. 

D. Finishes:  Identified in schedule. 

2.02 LOCKS AND LATCHES 

A. Locks:  Provide a lock for every door, unless specifically indicated as not requiring locking. 
1. If no hardware set is indicated for a swinging door provide an office lockset. 
2. Trim:  Provide lever handle or pull trim on outside of all locks unless specifically stated to 

have no outside trim. 
3. Lock Cylinders:  Provide key access on outside of all locks unless specifically stated to have 

no locking or no outside trim. 

B. Lock Cylinders:  Manufacturer’s standard tumbler type, six-pin standard core. 
1. Provide cams and/or tailpieces as required for locking devices required. 

C. Keying:  As directed by Owner. 

2.03 HINGES 

A. Self-Closing Hinges:  Comply with BHMA A156.17. 

B. Hinges:  Provide hinges on every swinging door. 
1. Provide five-knuckle full mortise butt hinges unless otherwise indicated. 
2. Provide ball-bearing hinges at all doors. 
3. Provide hinges in the quantities indicated. 

C. Butt Hinges:  Comply with BHMA A156.1 and A156.7; heavy weight, unless otherwise indicated. 

D. Quantity of Hinges Per Door: 
1. Doors From 60 inches  High up to 90 inches High:  Three hinges. 

E. Manufacturers - Hinges: 
1. Assa Abloy Brands; McKinney:  www.assaabloydss.com/#sle. 
2. Bommer Industries, Inc:  www.bommer.com/#sle. 
3. Hager Companies:  www.hagerco.com/#sle. 
4. Stanley Black & Decker:  www.stanleyblackanddecker.com/#sle. 
5. Substitutions:  See Section 01 60 00 - Product Requirements. 

2.04 CYLINDRICAL LOCKSETS 

A. Locking Functions:  As defined in BHMA A156.2, and as follows. 
1. Privacy:  F76, emergency tool unlocks. 
2. Privacy with Occupancy Indicator: F76, emergency tool unlocks. 
3. Storage Always-Locked: F86, key required to lock, may not be left unlocked. 

B. Manufacturers - Cylindrical Locksets: 
1. Schlage, an Allegion brand:  www.allegion.com/us. 
2. Substitutions:  Not permitted. 

2.05 CLOSERS 

A. Closers:  Complying with BHMA A156.4. 
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1. Provide surface-mounted, door-mounted closers unless otherwise indicated. 
2. Provide a door closer on every fire- and smoke-rated door.  Spring hinges are not an 

acceptable self-closing device unless specifically so indicated. 

B. Manufacturers - Surface Mounted Closers: 
1. LCN, an Allegion brand:  www.allegion.com/us. 
2. Substitutions:  See Section 01 60 00 - Product Requirements. 

2.06 STOPS AND HOLDERS 

A. Stops:  Complying with BHMA A156.8; provide a stop for every swinging door, unless otherwise 
indicated. 
1. Provide wall stops, unless otherwise indicated. 
2. If wall stops are not practical, due to configuration of room or furnishings, provide overhead 

stop. 
3. Stop is not required if positive stop feature is specified for door closer; positive stop feature 

of door closer is not an acceptable substitute for a stop unless specifically so stated. 

B. Manufacturers - Overhead Holders/Stops: 
1. Glynn-Johnson, an Allegion brand:  www.allegion.com/us. 
2. Substitutions:  See Section 01 60 00 - Product Requirements. 

C. Manufacturers - Wall and Floor Stops/Holders: 
1. Ives, an Allegion brand: www.allegion.com. 
2. Ives, an Allegion brand: www.allegion.com. 
3. Substitutions:  See Section 01 60 00 - Product Requirements. 

2.07 GASKETING AND THRESHOLDS 

A. Gaskets:  Complying with BHMA A156.22. 
1. On each door as scheduled. 

B. Manufacturers - Gasketing and Thresholds: 
1. Pemko Manufacturing Co:  www.pemko.com/#sle. 
2. Substitutions:  See Section 01 60 00 - Product Requirements. 

2.08 PROTECTION PLATES AND ARCHITECTURAL TRIM 

A. Protection Plates: 
1. Kickplate: Provide on push side of door as scheduled. 

B. Manufacturers - Protection Plates and Architectural Trim: 
1. Substitutions:  See Section 01 60 00 - Product Requirements. 

PART 3  EXECUTION 

3.01 EXAMINATION 

A. Verify that doors and frames are ready to receive work; labeled, fire-rated doors and frames are 
present and properly installed, and dimensions are as indicated on shop drawings. 

3.02 INSTALLATION 

A. Install hardware in accordance with manufacturer's instructions and applicable codes. 

B. Use templates provided by hardware item manufacturer. 

C. Do not install surface mounted items until finishes applied to substrate are complete. 

D. Mounting heights for hardware from finished floor to center line of hardware item. As indicated in 
the following list; unless noted otherwise in Door Hardware Sets Schedule or on the drawings. 
1. For Wood Doors:  Comply with DHI "Recommended Locations for Architectural Hardware for 

Wood Flush Doors." 
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3.03 FIELD QUALITY CONTROL 

A. Provide an Architectural Hardware Consultant to inspect installation and certify that hardware and 
installation has been furnished and installed in accordance with manufacturer's instructions and 
as specified. 

3.04 ADJUSTING 

A. Adjust work under provisions of Section 01 70 00. 

B. Adjust hardware for smooth operation. 

C. Adjust gasketing for complete, continuous seal; replace if unable to make complete seal. 

3.05 CLEANING 

A. Clean adjacent surfaces soiled by hardware installation. Clean finished hardware per 
manufacturer's instructions after final adjustments has been made. Replace items that cannot be 
cleaned to manufacturer's level of finish quality at no additional cost. 

3.06 HARDWARE GROUPS 

A. Hardware Group 1: Interior Wood Door in Steel Frame (ADA) 
3 EA Butts                FBB199 4.5 x 4.5 630       Stanley 
1 EA Latchset           ND40S ATH   630 Schlage 
1 EA Overhead Stop  454S                630 Glynn-Johnson 
1 SET Seals                S88               Clear Pemko      

B. Hardware Group 2: Interior Wood Door in Steel Frame 
1   EA Kickplate          8400 10 x 2 LDW            630     Ives 
1   EA Closer               4111 Cush/Stop               Alum   LCN 
3 EA Butts                  FBB199 4.5 x 4.5            630 Stanley 
1 EA Latchset ND10S ATH               630 Schlage 
1 EA Overhead 454S        630 Glynn-Johnson 
1 SET Seals                 S88                                  Clear Pemko 

C. Hardware Group 3: Interior Wood Door in Steel Frame 
3 EA Butts                  FBB199 4.5 x 4.5            630 Stanley 
1 EA Lockset              ND80S ATH               630 Schlage 
1 EA Wall Stop 407CCV   630 Ives 
1 SET Seals                 S88                     Clear Pemko 

END OF SECTION 
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GLAZING
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Glazing units.
B. Glazing compounds.

1.02 RELATED REQUIREMENTS
A. Section 08 12 13 - Hollow Metal Frames:  Glazed borrowed lites.

1.03 REFERENCE STANDARDS
A. 16 CFR 1201 - Safety Standard for Architectural Glazing Materials; current edition.
B. ANSI Z97.1 - American National Standard for Safety Glazing Materials Used in Buildings, Safety

Performance Specifications and Methods of Test; 2010.
C. ASTM C864 - Standard Specification for Dense Elastomeric Compression Seal Gaskets, Setting

Blocks, and Spacers; 2005 (Reapproved 2011).
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data on Glazing Unit Glazing Types:  Provide structural, physical and environmental

characteristics, size limitations, special handling and installation requirements.
C. Product Data on Glazing Compounds and Accessories:  Provide chemical, functional, and

environmental characteristics, limitations, special application requirements, and identify available
colors.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in

this section with minimum five years of experience.
B. Installer Qualifications:  Company specializing in performing work of the type specified and with at

least three years experience.
PART 2  PRODUCTS
2.01 GLASS MATERIALS

A. Float Glass:  Provide float glass based glazing unless otherwise indicated.
1. Fully Tempered Safety Glass:  Complies with ANSI Z97.1 or 16 CFR 1201 criteria for safety

glazing used in hazardous locations.
2.02 GLAZING UNITS

A. ​​Monolithic Interior Vision Glazing:
1. Applications:  Interior glazing unless otherwise indicated.
2. Glass Type:  ​Fully tempered​ float glass.
3. Tint:  Clear.
4. Thickness:  1/4 inch, nominal.

2.03 ACCESSORIES
A. Setting Blocks:  Silicone, with 80 to 90 Shore A durometer hardness; ASTM C864 Option II.

 Length of 0.1 inch for each square foot of glazing or minimum 4 inch by width of glazing rabbet
space minus 1/16 inch by height to suit glazing method and pane weight and area.

B. Spacer Shims:  Neoprene, 50 to 60 Shore A durometer hardness; ASTM C864 Option II.
 Minimum 3 inch long by one half the height of the glazing stop by thickness to suit application,
self adhesive on one face.
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C. Glazing Tape, Back Bedding Mastic Type:  Preformed, butyl-based, 100 percent solids compound
with integral resilient spacer rod applicable to application indicated; 5 to 30 cured Shore A
durometer hardness; coiled on release paper; black color.
1. Width:  As required for application.
2. Thickness:  As required for application.
3. Spacer Rod Diameter:  As required for application.

PART 3  EXECUTION
3.01 PREPARATION

A. Clean contact surfaces with appropriate solvent and wipe dry within maximum of 24 hours before
glazing. Remove coatings that are not tightly bonded to substrates.

B. Seal porous glazing channels or recesses with substrate compatible primer or sealer.
C. Prime surfaces scheduled to receive sealant where required for proper sealant adhesion.

3.02 INSTALLATION, GENERAL
A. Install glazing in compliance with written instructions of glass, gaskets, and other glazing material

manufacturers, unless more stringent requirements are indicated, including those in glazing
referenced standards.

3.03 INSTALLATION - DRY GLAZING METHOD (TAPE AND TAPE)
A. Application - Interior Glazed:  Set glazing infills from the interior of the building.
B. Cut glazing tape to length and set against permanent stops, projecting 1/16 inch above sight line.
C. Place setting blocks at 1/4 points with edge block no more than 6 inch from corners.
D. Rest glazing on setting blocks and push against tape for full contact at perimeter of pane or unit.
E. Place glazing tape on free perimeter of glazing in same manner described above.
F. Install removable stop without displacement of tape.  Exert pressure on tape for full continuous

contact.
G. Carefully trim protruding tape with knife.

END OF SECTION
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GYPSUM BOARD ASSEMBLIES
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Metal stud wall framing.
B. Acoustic insulation.
C. Gypsum wallboard.
D. Joint treatment and accessories.

1.02 RELATED REQUIREMENTS
A. Section 02 41 00 - Demolition: Removal of existing construction.
B. Section 09 30 00 - Tiling:  Tile backing board.

1.03 REFERENCE STANDARDS
A. AISI S220 - North American Standard for Cold-Formed Steel Nonstructural Framing; 2020.
B. AISI S240 - North American Standard for Cold-Formed Steel Structural Framing; 2015, with

Errata (2020).
C. ASTM A1003/A1003M - Standard Specification for Steel Sheet, Carbon, Metallic- and

Nonmetallic-Coated for Cold-Formed Framing Members; 2015.
D. ASTM C1007 - Standard Specification for Installation of Load Bearing (Transverse and Axial)

Steel Studs and Related Accessories; 2020.
E. ASTM C665 - Standard Specification for Mineral-Fiber Blanket Thermal Insulation for Light Frame

Construction and Manufactured Housing; 2023.
F. ASTM C754 - Standard Specification for Installation of Steel Framing Members to Receive

Screw-Attached Gypsum Panel Products; 2020.
G. ASTM C840 - Standard Specification for Application and Finishing of Gypsum Board; 2023.
H. ASTM C954 - Standard Specification for Steel Drill Screws for the Application of Gypsum Panel

Products or Metal Plaster Bases to Steel Studs from 0.033 in. (0.84 mm) to 0.112 in. (2.84 mm) in
Thickness; 2022.

I. ASTM C1002 - Standard Specification for Steel Self-Piercing Tapping Screws for Application of
Gypsum Panel Products or Metal Plaster Bases to Wood Studs or Steel Studs; 2022.

J. ASTM C1047 - Standard Specification for Accessories for Gypsum Wallboard and Gypsum
Veneer Base; 2019.

K. ASTM C1396/C1396M - Standard Specification for Gypsum Board; 2017.
L. ASTM C1658/C1658M - Standard Specification for Glass Mat Gypsum Panels; 2019, with

Editorial Revision (2020).
M. GA-216 - Application and Finishing of Gypsum Panel Products; 2024.

1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data:

1. Provide data on metal framing, gypsum board, accessories, and joint finishing system.
2. Provide manufacturer's data on partition head to structure connectors, showing compliance

with requirements.
1.05 QUALITY ASSURANCE

A. ​Installer​ Qualifications:  Company specializing in performing work of the type specified and with at
least ​three​ years of​​ experience​​.
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1.06 DELIVERY, STORAGE, AND HANDLING
A. Store gypsum products and accessories indoors and keep above freezing. Elevate boards above

floor, on nonwicking supports, in accordance with manufacturer's recommendations.
B. Store metal products to prevent corrosion.

PART 2  PRODUCTS
2.01 METAL FRAMING MATERIALS

A. Steel Sheet:  ASTM A1003/A1003M, subject to the ductility limitations indicated in AISI S220 or
equivalent.
1. Structural Grade:  ​ST33H​.
2. Corrosion Protection Coating Designation:  ​G60​, or equivalent in accordance with AISI S220.

B. Manufacturers - Metal Framing, Connectors, and Accessories:
1. CEMCO​​:  www.cemcosteel.com/#sle.
2. ClarkDietrich:  www.clarkdietrich.com/#sle.
3. Jaimes Industries: www.jaimesind.com/#sle.
4. Marino:  www.marinoware.com/#sle.
5. R-stud:  www.rstud.com/#sle.
6. SCAFCO Corporation:  www.scafco.com/#sle.
7. Steel Construction Systems:  www.steelconsystems.com/#sle.
8. Substitutions:  See Section 01 60 00 - Product Requirements.

C. Nonstructural Framing System Components:  AISI S220; galvanized sheet steel, of size and
properties necessary to comply with ASTM C754 for the spacing indicated, with maximum
deflection of wall framing of L/120 at 5 psf.
1. Studs:  C-shaped with knurled or embossed faces.
2. Runners:  U shaped, sized to match studs.

D. Partition Head To Structure Connections:  Provide track fastened to structure with legs of
sufficient length to accommodate deflection, for friction fit of studs cut short and fastened as
indicated on drawings.

2.02 BOARD MATERIALS
A. Gypsum Wallboard:  Paper-faced gypsum panels as defined in ASTM C1396/C1396M; sizes to

minimize joints in place; ends square cut.
1. Application:  Use for vertical surfaces, unless otherwise indicated.
2. Glass mat faced gypsum panels, as defined in ASTM C1658/C1658M, suitable for paint

finish, of the same core type and thickness may be substituted for paper-faced board.
3. Thickness:  

a. Vertical Surfaces:  5/8 inch.
b. Ceilings:  ​5/8 inch​.

4. Mold-Resistant, Paper-Faced Products:
a. CertainTeed Corporation; M2Tech 5/8" Type X Moisture & Mold Resistant Drywall:

 www.certainteed.com/#sle.
b. Georgia-Pacific Gypsum; ToughRock Fireguard X Mold-Guard:

 www.gpgypsum.com/#sle.
c. Gold Bond Building Products, LLC provided by National Gypsum Company; Gold Bond

XP Gypsum Board:  www.goldbondbuilding.com/#sle.
d. USG Corporation; Sheetrock Brand Mold Tough Firecode SCX Panels 5/8 in. (15.9

mm):  www.usg.com/#sle.
5. Glass Mat Faced Products:

a. CertainTeed Corporation; 5/8" GlasRoc Interior Type X:  www.certainteed.com/#sle.
b. Georgia-Pacific Gypsum; DensArmor Plus:  www.gpgypsum.com/#sle.
c. Gold Bond Building Products, LLC provided by National Gypsum Company; Gold Bond

eXP Interior Extreme Fire-Shield Gypsum Panel:  www.goldbondbuilding.com/#sle.



GYPSUM BOARD ASSEMBLIES  - 09 21 16 

Springfield City Hall - Restroom
Renovation  09 21 16 - 3   

d. USG Corporation; Sheetrock Brand Glass-Mat Panels Mold Tough Regular 5/8 in. (15.9
mm):  www.usg.com/#sle.

e. Substitutions:  See Section 01 60 00 - Product Requirements.
2.03 GYPSUM BOARD ACCESSORIES

A. Acoustic Insulation:  ASTM C665; preformed mineral-fiber, friction fit type, unfaced; thickness ​​4
inches​​.

B. Acoustic Sealant:  Acrylic emulsion latex or water-based elastomeric sealant; do not use solvent-
based non-curing butyl sealant.
1. Products: See Section 07 90 05.

C. Beads, Joint Accessories, and Other Trim:  ASTM C1047, galvanized steel or rolled zinc, unless
noted otherwise.
1. Rigid Corner Beads:  Low profile, for 90 degree outside corners.

D. Screws for Fastening of Gypsum Panel Products to Cold-Formed Steel Studs Less than 0.033
inches in Thickness and Wood Members:  ASTM C1002; self-piercing tapping screws, corrosion-
resistant.

E. Screws for Fastening of Gypsum Panel Products to Steel Members from 0.033 to 0.112 inch in
Thickness:  ASTM C954; steel drill screws, corrosion-resistant.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that project conditions are appropriate for work of this section to commence.
3.02 FRAMING INSTALLATION

A. Metal Framing:  Install in accordance with ASTM C1007AISI S220 and manufacturer's
instructions.

B. Studs:  Space studs at 16 inches on center.
1. Extend partition framing to structure where indicated and to ceiling in other locations.
2. Partitions Terminating at Ceiling:  Attach ceiling runner securely to ceiling track in

accordance with manufacturer's instructions.
3. Partitions Terminating at Structure:  Attach extended leg top runner to structure, maintain

clearance between top of studs and structure, and brace both flanges of studs with
continuous bridging.

C. Openings:  Reinforce openings as required for weight of doors or operable panels, using not less
than double studs at jambs.  

D. Blocking:  Install mechanically fastened steel sheet blocking for support of:
1. Framed openings.
2. Wall-mounted cabinets.
3. Plumbing fixtures.
4. Toilet accessories.
5. Wall-mounted door hardware.

3.03 ACOUSTIC ACCESSORIES INSTALLATION
A. Acoustic Insulation:  Place tightly within spaces, around cut openings, behind and around

electrical and mechanical items within partitions, and tight to items passing through partitions.
B. Acoustic Sealant:  Install in accordance with manufacturer's instructions.

1. Place one bead continuously on substrate before installation of perimeter framing members.
2. Place continuous bead at perimeter of each layer of gypsum board.
3. Seal around all penetrations by conduit, pipe, ducts, and rough-in boxes, except where

firestopping is provided.
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3.04 BOARD INSTALLATION
A. Comply with ASTM C840, GA-216, and manufacturer's instructions. Install to minimize butt end

joints, especially in highly visible locations.
B. Single-Layer Nonrated:  Install gypsum board in most economical direction, with ends and edges

occurring over firm bearing.
C. Installation on Metal Framing:  Use screws for attachment of gypsum board.

3.05 INSTALLATION OF TRIM AND ACCESSORIES
A. Control Joints:  Place control joints consistent with lines of building spaces and as indicated.
B. Corner Beads:  Install at external corners, using longest practical lengths.  
C. Edge Trim:  Install at locations where gypsum board abuts dissimilar materials.

3.06 JOINT TREATMENT
A. Glass Mat Faced Gypsum Board and Exterior Glass Mat Faced Sheathing:  Use fiberglass joint

tape, embed and finish with setting type joint compound.
B. Paper Faced Gypsum Board:  Use paper joint tape, embed with drying type joint compound and

finish with drying type joint compound.
C. Finish gypsum board in accordance with levels defined in ASTM C840, as follows:

1. Level 4:  Walls and ceilings to receive paint finish or wall coverings, unless otherwise
indicated; smooth finish.

D. Tape, fill, and sand exposed joints, edges, and corners to produce smooth surface ready to
receive finishes.
1. Feather coats of joint compound so that camber is maximum 1/32 inch.

3.07 TOLERANCES
A. Maximum Variation of Finished Gypsum Board Surface from True Flatness:  1/8 inch in 10 feet in

any direction.
END OF SECTION
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TILING
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Tile for floor applications.
B. Tile for wall applications.
C. Coated glass mat backer board as tile substrate.
D. Non-ceramic trim.

1.02 RELATED REQUIREMENTS
A. Section 02 41 00 - Demolition: Removal of existing tile finishes.
B. Section 09 21 16 - Gypsum Board Assemblies:  Wall framing.

1.03 REFERENCE STANDARDS
A. ANSI A108.1a - American National Standard Specifications for Installation of Ceramic Tile in the

Wet-Set Method, with Portland Cement Mortar; 2023.
B. ANSI A108.1b - American National Standard Specifications for Installation of Ceramic Tile on a

Cured Portland Cement Mortar Setting Bed with Dry-Set or Latex-Portland Cement Mortar; 2017.
C. ANSI A108.1c - Contractor's Option: Installation of Ceramic Tile in the Wet-Set Method with

Portland Cement Mortar or Installation of Ceramic Tile on a Cured Portland Cement Mortar
Setting Bed with Dry-Set or Latex-Portland Cement Mortar; 1999 (Reaffirmed 2021).

D. ANSI A108.4 - American National Standard Specifications for Installation of Ceramic Tile with
Organic Adhesive or Water Cleanable Tile-Setting Epoxy Adhesive; 2019.

E. ANSI A108.5 - American National Standard Specifications for Installation of Ceramic Tile with
Dry-Set Portland Cement Mortar or Latex-Portland Cement Mortar; 2021.

F. ANSI A108.6 - American National Standard Specifications for Installation of Ceramic Tile with
Chemical Resistant, Water Cleanable Tile-Setting and -Grout Epoxy; 1999 (Reaffirmed 2019).

G. ANSI A108.8 - American National Standard Specifications for Installation of Ceramic Tile with
Chemical Resistant Furan Resin Mortar and Grout; 1999 (Reaffirmed 2019).

H. ANSI A108.9 - American National Standard Specifications for Installation of Ceramic Tile with
Modified Epoxy Emulsion Mortar/Grout; 1999 (Reaffirmed 2019).

I. ANSI A108.10 - American National Standard Specifications for Installation of Grout in Tilework;
2017.

J. ANSI A108.11 - American National Standard Specifications for Interior Installation of
Cementitious Backer Units; 2023.

K. ANSI A108.12 - American National Standard for Installation of Ceramic Tile with EGP (Exterior
Glue Plywood) Latex-Portland Cement Mortar; 1999 (Reaffirmed 2019).

L. ANSI A108.13 - American National Standard for Installation of Load Bearing, Bonded, Waterproof
Membranes for Thin-Set Ceramic Tile and Dimension Stone; 2005 (Reaffirmed 2021).

M. ANSI A108.19 - American National Standard Specifications for Interior Installation of Gauged
Porcelain Tiles and Gauged Porcelain Tile Panels/Slabs by the Thin-Bed Method Bonded with
Modified Dry-Set Cement Mortar or Improved Modified Dry-Set Cement Mortar; 2020.

N. ANSI A108.20 - American National Standard Specifications for Exterior Installation of Gauged
Porcelain Tiles and Gauged Porcelain Tile Panels/Slabs; 2020.

O. ANSI A118.7 - American National Standard Specifications for High Performance Cement Grouts
for Tile Installation; 2019.
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P. ANSI A118.10 - American National Standard Specifications for Load Bearing, Bonded,
Waterproof Membranes for Thin-Set Ceramic Tile and Dimension Stone Installation; 2023.

Q. ANSI A118.12 - American National Standard Specifications for Crack Isolation Membranes for
Thin-Set Ceramic Tile and Dimension Stone Installation; 2014 (Reaffirmed 2019).

R. ANSI A118.15 - American National Standard Specifications for Improved Modified Dry-Set
Cement Mortar; 2023.

S. ANSI A137.1 - American National Standard Specifications for Ceramic Tile; 2021.
T. ASTM C373 - Standard Test Methods for Determination of Water Absorption and Associated

Properties by Vacuum Method for Pressed Ceramic Tiles and Glass Tiles and Boil Method for
Extruded Ceramic Tiles and Non-tile Fired Ceramic Whiteware Products; 2018 (Reapproved
2023).

U. ASTM C1178/C1178M - Standard Specification for Coated Glass Mat Water-Resistant Gypsum
Backing Panel; 2018.

V. TCNA (HB) - Handbook for Ceramic, Glass, and Stone Tile Installation; 2024.
W. TCNA (HB-GP) - Handbook for Gauged Porcelain Tiles and Gauged Porcelain Tile Panels/Slabs

Installation; 2023.
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Product Data: Provide manufacturers' data sheets on tile, mortar, grout, and accessories. Include

instructions for using grouts and adhesives.
C. Shop Drawings:  Indicate ​tile layout, patterns, color arrangement, perimeter conditions, junctions

with dissimilar materials, ceramic accessories, and setting details​.
D. Installer's Qualification Statement:
E. Maintenance Data:  Include recommended cleaning methods, cleaning materials, and stain

removal methods.
1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing the types of products
specified in this section, with minimum five years of experience.

B. Installer Qualifications:
1. Company specializing in performing tile installation, with minimum of three​​ years of

experience.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Protect adhesives from freezing or overheating in accordance with manufacturer's instructions.
1.07 FIELD CONDITIONS

A. Do not install solvent-based products in an unventilated environment.
B. Maintain ambient and substrate temperature above 50 degrees F and below 100 degrees F

during installation and curing of setting materials.
PART 2  PRODUCTS
2.01 TILE

A. Ceramic Mosaic Tile​, Type CT-1​:  ​ANSI A137.1 standard grade.​
1. Moisture Absorption:  0 to 0.5 percent as tested in accordance with ASTM C373.
2. Size:  1 by 1 inch, nominal.
3. Shape:  Square.
4. Edges:  ​​Cushioned​​.
5. Surface Finish:  Unglazed.
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6. Color(s):  To be selected by Architect from manufacturer's standard range.
7. Pattern:  ​Multi-colored blend as selected​.
8. Trim Units:  Matching ​cove​ shapes in ​sizes coordinated with field tile​.
9. Products:

a. Dal-Tile Corporation​; Keystones​:  www.daltile.com/#sle.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Glazed Wall Tile​, Type CT-2​:  ​ANSI A137.1 standard grade.​
1. Moisture Absorption:  7.0 to 20.0 percent as tested in accordance with ASTM C373.
2. Size:  ​3  by 6 inch​, nominal.
3. Edges:  Cushioned.
4. Surface Finish:  ​Mottle glaze​.
5. Color(s):  To be selected by Architect from manufacturer's standard range.
6. Pattern:  ​Up to three colors​.
7. Trim Units:  Matching ​bead and bullnose​ shapes in ​sizes coordinated with field tile​.
8. Products:

a. Dal-Tile Corporation​; Glazed Ceramic Tile​:  www.daltile.com/#sle.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 TRIM AND ACCESSORIES
A. ​Non-Ceramic ​Trim:  ​Brushed stainless steel​, style and dimensions ​to suit application​, set with tile

mortar or adhesive.
1. Applications:

a. Inside and outside wall corners.
b. Thresholds at door openings.

2. Products:
a. Schluter-Systems; Schiene:  www.schluter.com/#sle.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.03 SETTING MATERIALS
A. Provide setting and grout materials from same manufacturer.
B. Improved Latex-Portland Cement Mortar Bond Coat:  ANSI A118.15.
C. Mortar Bed Materials:  Pre-packaged mix of Portland cement, sand, latex additive, and water.

2.04 GROUTS
A. Provide setting and grout materials from same manufacturer.
B. High Performance Polymer Modified Grout:  ANSI A118.7 polymer modified cement grout.

1. Applications:  Use this type of grout where indicated and where no other type of grout is
indicated.

2. Use sanded grout for joints 1/8 inch wide and larger; use unsanded grout for joints less than
1/8 inch wide.

3. Color(s):  As selected by Architect from manufacturer's full line.
2.05 ACCESSORY MATERIALS

A. Waterproofing Membrane at Floors:  Specifically designed for bonding to cementitious substrate
under thick mortar bed or thin-set tile; complying with ANSI A118.10.
1. Crack Resistance:  No failure at 1/16 inch gap, minimum; comply with ANSI A118.12.
2. Bonded Sheet Membrane Type:

a. Material:  Polyethylene sheet membrane with nonwoven fabric laminated to both sides,
20 to 30 mils thick, nominal.

B. Reinforcing Mesh:  2 by 2 inch size weave of 16/16 wire size; welded fabric, galvanized.
C. Backer Board: Coated glass mat type complying with ASTM C1178/C1178M; inorganic fiberglass

mat on both surfaces and integral acrylic coating vapor retarder.
1. Fire Resistant Type:  Type X core, thickness 5/8 inch.
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D. Mesh Tape:  2 inch wide self-adhesive fiberglass mesh tape.
PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that subfloor surfaces are smooth and flat within the tolerances specified for that type of
work and are ready to receive tile.

B. Verify that subfloor surfaces are dust free and free of substances that could impair bonding of
setting materials to subfloor surfaces.

3.02 PREPARATION
A. Protect surrounding work from damage.
B. Vacuum clean surfaces and damp clean.
C. Seal substrate surface cracks with filler.  Level existing substrate surfaces to acceptable flatness

tolerances.
D. Install backer board in accordance with ANSI A108.11 and board manufacturer's instructions.

 Tape joints and corners, cover with skim coat of setting material to a feather edge.
3.03 INSTALLATION - GENERAL

A. Install ​tile​ and grout in accordance with applicable requirements of ANSI A108.1a through ANSI
A108.20, manufacturer's instructions, and TCNA (HB) or TCNA (HB-GP) recommendations, as
applicable.

B. Lay tile to pattern indicated.  Do not interrupt tile pattern through openings.
C. Cut and fit tile to penetrations through tile, leaving sealant joint space.  Form corners and bases

neatly.  Align floor joints.
D. Place tile joints uniform in width, subject to variance in tolerance allowed in tile size.  Make grout

joints without voids, cracks, excess mortar or excess grout, or too little grout.
E. Form internal angles square and external angles bullnosed.
F. Install non-ceramic trim in accordance with manufacturer's instructions.
G. Sound tile after setting.  Replace hollow sounding units.
H. Keep control and expansion joints free of mortar, grout, and adhesive.
I. Prior to grouting, allow installation to completely cure; minimum of 48 hours.
J. Grout tile joints unless otherwise indicated.  Use standard grout unless otherwise indicated.
K. At changes in plane and tile-to-tile control joints, use tile sealant instead of grout, with either bond

breaker tape or backer rod as appropriate to prevent three-sided bonding.
3.04 INSTALLATION - FLOORS - MORTAR BED METHODS

A. Over ​interior​ concrete substrates, install in accordance with TCNA (HB) Method ​F121​​, unless
otherwise indicated​.

B. Mortar Bed Thickness:  5/8 inch, unless otherwise indicated.
3.05 INSTALLATION - WALL TILE

A. Over coated glass mat backer board on studs, install in accordance with TCNA (HB) Method
W245.

3.06 CLEANING
A. Clean tile and grout surfaces.
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3.07 PROTECTION
A. Do not permit traffic over finished floor surface for 4 days after installation.

END OF SECTION
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ACOUSTICAL CEILINGS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Suspended metal grid ceiling system.
B. Acoustical units.

1.02 RELATED REQUIREMENTS
A. Section 02 41 00 - Demolition: Removal of existing ceiling systems.

1.03 REFERENCE STANDARDS
A. ASCE 7 - Minimum Design Loads and Associated Criteria for Buildings and Other Structures;

Most Recent Edition Cited by Referring Code or Reference Standard.
B. ASTM C635/C635M - Standard Specification for the Manufacture, Performance, and Testing of

Metal Suspension Systems for Acoustical Tile and Lay-in Panel Ceilings; 2013a.
C. ASTM E1264 - Standard Classification for Acoustical Ceiling Products; 2023.

1.04 ADMINISTRATIVE REQUIREMENTS
A. Sequence work to ensure acoustical ceilings are not installed until building is enclosed, sufficient

heat is provided, dust generating activities have terminated, and overhead work is completed,
tested, and approved.

B. Do not install acoustical units until after interior wet work is dry.
1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittal procedures.
B. Shop Drawings:  Indicate grid layout and related dimensioning.
C. Product Data:  Provide data on suspension system components and acoustical units.
D. Samples:  Submit two samples 6 by 6 inch in size illustrating material and finish of acoustical

units.
E. Manufacturer's Installation Instructions:  Indicate special procedures and perimeter conditions

requiring special attention.
1.06 QUALITY ASSURANCE

A. Suspension System Manufacturer Qualifications:  Company specializing in manufacturing the
products specified in this section with minimum five years experience.

B. Acoustical System Installer: Company specializing in the installation of the products specified in
this section with minimum three years experience.

1.07 FIELD CONDITIONS
A. Maintain uniform temperature of minimum 60 degrees F, and maximum humidity of 40 percent

prior to, during, and after acoustical unit installation.
PART 2  PRODUCTS
2.01 PERFORMANCE REQUIREMENTS

A. Seismic Performance:  Ceiling systems designed to withstand the effects of earthquake motions
determined according to ASCE 7 for Seismic Design Category D, E, or F and complying with the
following:
1. Local authorities having jurisdiction.

2.02 ACOUSTICAL UNITS
A. Acoustical Panels, Type ACT-1:  Mineral fiber with membrane-faced overlay, with the following

characteristics:
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1. Classification:  ASTM E1264 Type IV.
a. Form:  ​3​.
b. Pattern:  ​"G" - smooth​.

2. Size:  24 by 48 inches.
3. Thickness:  ​5/8 inch​.
4. Light Reflectance:  ​0.84​ percent, determined in accordance with ASTM E1264.
5. NRC Range:  ​0.70​ to ​0.85​, determined in accordance with ASTM E1264.
6. Panel Edge:  ​Square​.
7. Color:  White.
8. Suspension System Type 1:   Exposed grid.
9. Products:

a. Rockfon; Education Standard: www.rockfon.com.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.03 SUSPENSION SYSTEM(S)
A. Metal Suspension Systems - General:  Complying with ASTM C635/C635M; die cut and

interlocking components, with perimeter moldings, hold down clips, stabilizer bars, clips, and
splices as required.

B. Exposed Suspension System, Type 1:  Hot-dipped galvanized steel grid with steel cap.
1. Application(s):  Seismic.
2. Structural Classification:  Heavy-duty, when tested in accordance with ASTM C635/C635M.
3. Profile:   Tee; 15/16 inch face width.
4. Finish:   Baked enamel.
5. Color:  White.
6. Products:

a. Rockfon; Chicago Metallic 1200: www.rockfon.com.
b. Substitutions:  See Section 01 60 00 - Product Requirements.

2.04 ACCESSORIES
A. Support Channels and Hangers:  Galvanized steel; size and type to suit application, seismic

requirements, and ceiling system flatness requirement specified.
B. Hanger Wire:   12 gauge, 0.08 inch galvanized steel wire.
C. Perimeter Moldings:  Same metal and finish as grid.
D. Touch-up Paint:  Type and color to match acoustical and grid units.

PART 3  EXECUTION
3.01 INSTALLATION - SUSPENSION SYSTEM

A. Rigidly secure system, including integral mechanical and electrical components, for maximum
deflection of 1:360.

B. Perimeter Molding:  Install at intersection of ceiling and vertical surfaces and at junctions with
other interruptions.
1. Use longest practical lengths.

C. Suspension System, Non-Seismic:  Hang suspension system independent of walls, columns,
ducts, pipes and conduit.  Where carrying members are spliced, avoid visible displacement of
face plane of adjacent members.

D. Seismic Suspension System, Seismic Design Categories D, E, F:  Hang suspension system with
grid ends attached to the perimeter molding on two adjacent walls; on opposite walls, maintain a
3/4 inch clearance between grid ends and wall.

E. Where ducts or other equipment prevent the regular spacing of hangers, reinforce the nearest
affected hangers and related carrying channels to span the extra distance.

F. Do not support components on main runners or cross runners if weight causes total dead load to
exceed deflection capability.
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G. Support fixture loads using supplementary hangers located within 6 inches of each corner, or
support components independently.

H. Do not eccentrically load system or induce rotation of runners.
I. Perimeter Molding:  Install at intersection of ceiling and vertical surfaces and at junctions with

other interruptions.
3.02 INSTALLATION - ACOUSTICAL UNITS

A. Install acoustical units in accordance with manufacturer's instructions.
B. Fit acoustical units in place, free from damaged edges or other defects detrimental to appearance

and function.
C. Fit border trim neatly against abutting surfaces.
D. Install acoustical units level, in uniform plane, and free from twist, warp, and dents.
E. Cutting Acoustical Units:

1. Make field cut edges of same profile as factory edges.
3.03 TOLERANCES

A. Maximum Variation from Flat and Level Surface:  1/8 inch in 10 feet.
B. Maximum Variation from Plumb of Grid Members Caused by Eccentric Loads:  2 degrees.

END OF SECTION
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PAINTING AND COATING
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Surface preparation prior to refinishing.
B. Field application of paints and varnishes.
C. Scope:  Finish all new interior surfaces exposed to view, unless fully factory-finished and unless

otherwise indicated, including the following:
1. New gypsum board walls.
2. New metal door frames.

1.02 RELATED REQUIREMENTS
A. Section 08 12 13 - Hollow Metal Frames: Shop primed metal frames.

1.03 REFERENCE STANDARDS
1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Product Data:  Provide complete list of all products to be used, with the following information for

each:
1. Manufacturer's name, product name and/or catalog number, and general product category

(e.g. "alkyd enamel").
C. Samples:  Submit three paper "draw down" samples, 8-1/2 by 11 inches in size, illustrating range

of colors available for each finishing product specified.
1.05 QUALITY ASSURANCE

A. Applicator Qualifications:  Company specializing in performing the type of work specified with
minimum three years experience.

1.06 DELIVERY, STORAGE, AND HANDLING
A. Deliver products to site in sealed and labeled containers; inspect to verify acceptability.
B. Container Label:  Include manufacturer's name, type of paint, brand name, lot number, brand

code, coverage, surface preparation, drying time, cleanup requirements, color designation, and
instructions for mixing and reducing.

C. Paint Materials:  Store at minimum ambient temperature of 45 degrees F and a maximum of 90
degrees F, in ventilated area, and as required by manufacturer's instructions.

1.07 FIELD CONDITIONS
A. Do not apply materials when surface and ambient temperatures are outside the temperature

ranges required by the paint product manufacturer.
B. Follow manufacturer's recommended procedures for producing best results, including testing of

substrates, moisture in substrates, and humidity and temperature limitations.
C. Provide lighting level of 80 ft candles measured mid-height at substrate surface.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Provide all paint and coating products used in any individual system from the same manufacturer;
no exceptions.

B. Paints:
1. Base Manufacturer: Benjamin Moore & Co: www.benjaminmoore.com/#sle.
2. Behr Process Corporation:  www.behr.com/#sle.
3. Duron, Inc:  www.duron.com/#sle.


