SETBACK SIDEWALK

RIGHT OF WAY/ PROPERTY LINE

PUBLIC UTILITY EASEMENT/

PLANT TREES NO CLOSER THAN 5 FT FROM
ANY DRIVEWAY APPROACH

PLANT TREES NO CLOSER THAN 20 FT FROM
A DECORATIVE STREET LIGHT, OR 30 FT
FROM A COBRA HEAD STREET LIGHT OR
UTILITY POLE. PLANT TREES THAT ARE
COLUMNAR IN FORM NO CLOSER THAN 10 FT
FROM A STREET LIGHT OR UTILITY POLE.

TREES SHALL BE PLANTED 30' APART \—'

VISION CLEARANCE
TRIANGLE REQUIRED CLEAR VISION AREA BETWEEN 2.5' AND 8'
ABOVE TOP OF CURB. TRIANGLE IS MEASURED FROM WHERE THE
PROPERTY LINES MEET (OR WOULD MEET IF EXTENDED) BACK 20 FT

AND JOINED.

PLANTER STRIP

DO NOT PLANT TREES WITHIN

UTILITY EASEMENTS

-

PLANT TREES NO CLOSER THAN 5 FT FROM >

TREE TRUNKS SHALL NOT BE LOCATED,
WITHIN VISION CLEARANCE TRIANGLE

ANY UTILITY FEATURE

TYPICALLY. DECREASE SPACING TO AS
LITTLE AS 20 FT IN ORDER TO PLANT
REQUIRED NUMBER OF TREES

VISION CLEARANCE TRIANGLE MAINTAIN
TREE CANOPY WITHIN VISION CLEARANCE
TRIANGLE BETWEEN 2.5' AND 8' ABOVE TOP

OF CURB

o
a

2.5'—
|__ 2.5 ___l
MN g —

PLANT TREE AT LEAST 2.5FT
BEHIND CURB. ROOT BARRIERS
SHALL BE CONSTRUCTED WHEN
TREE IS PLANTED WITHIN 8 FT
OF THE STREET OR SIDEWALK
REFER TO STANDARD DRAWING
2-2 FOR INSTALLATION DETAILS

RIGHT OF WAY/ PROPERTY LINE ————mm—":

OR AASHTO MIN.
REQUIREMENTS

!

\

/\

!-;/7

N 20’

UTILITY FEATURES

oTo

W2\
WY

Wi

N
IR 7))

VA
VAT

A
\

17/

W/

A\
VAN
i

CURBSIDE SIDEWALK
PLANTER STRIP

Y

.
A\
/A

WA

i

\

0

e foTor

NOTES

REFER TO STANDARD DRAWING 2-2 FOR INSTALLATION (PLANTING) DETAILS
e  STREET TREES SPECIES SHALL BE SELECTED FROM THE CITY'S APPROVED STREET TREE LIST. REFER TO DESIGN STANDARDS &

PROCEDURES SECTION 6.0

STREET TREES SHALL NOT BE PLANTED WITHIN AN EASEMENT UNLESS THERE IS NO OTHER LOCATION FEASIBLE
TREES PLANTED WITHIN 10 FEET OF THE RIGHT OF WAY WILL BE CONSIDERED STREET TREES

Stan Petroff a5 2555w

EXP DATE: 12-31-2024

SPRINGFIELD

&

OREGON

STREET TREE
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2"X 2" X 8' MIN. STAKES

PLASTIC CHAIN TIE OR
EQUAL IN FIGURE 8
3" DIA. x 2' LONG PERFORATED
DRAIN PIPE OR EQUIVALENT

36" DIAMETER X 30" DEEP HOLE

FILM BARRIER
OR EQUAL %gﬂ \-,C\(W) %{b

CONSTRUCT ROOT BARRIER (3/4" MINUS (
CRUSHED ROCK WITH FILM BARRIER OR @

EQUAL) WHEN TREE IS PLANTED WITHIN

8 FT OF THE STREET OR SIDEWALK. 2}3
%?» 3637

PLASTIC CHAIN TIE OR
EQUAL IN FIGURE 8

2"x 2" x 8' STAKES
5'+/-
2"DIA. x 2' LONG

PERFORATED PVC PIPE
LAWN/GROUNDCOVER

TOPSOIL W/ AMENDMENTS

..... A SR | B
AT
s sp .v ’v ‘v }v,;v-
i BT
3/4" MINUS K 7 30"
CRUSHED ROCK ¢ 35 / ) PEA ROCK
FILM BARRIER 2% AIALY
OR EQUAL R VR R Vo
2 l \ COMPACTED
SOIL MIX
o REFER TO STANDARD DRAWING 2-1 FOR LOCATION REQUIREMENTS.

. STREET TREE SPECIES SHALL BE SELECTED FROM THE CITY'S APPROVED STREET TREE LIST.
. REFER TO DESIGN STANDARDS AND PROCEDURES SECTION 6.00.
. STREET TREES SHALL HAVE A 2 INCH MINIMUM TRUNK CALIPER AS MEASURED 6 INCHES ABOVE THE ROOT COLLAR.

2) NO | REVISION DATE | BY | APPR. STANDARD

OREGON e DRAWING
2 DRAWING UPDATE| 10/2019 CR 2 2
3 DRAWING UPDATE | 02/2021 TG -
EXP DATE: 12-31-2022 2021
February 26, 2021
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-~

CURB & GUTTER

1/4" LIP BETWEEN WEEP PIPE
HOLE & GUTTER FLOW LINE

1/2" RADIUS (TYPICAL)

-

—r

3" DIA. WEEP
PIPE HOLE

4.0 % SLOPE
—_

EXTRUDED CURB

GUTTER PAN LENGTH (L)

. STANDARD GUTTER PAN - 24"
. EXTENDED GUTTER PAN - 30"

-

—r

#4 DEFORMED BAR EVERY 24"
VERTICALLY

FOR PERMANENT
INSTALLATION - ADD 6" LONG

WEEP HOLES SHALL BE PLACED AT 75' O.C. OR AS
OTHERWISE SPECIFIED; REFER TO STD DWG. 3-6
FOR INSTALLATION DETAILS. IN NEW
CONSTRUCTION, PLACE CONTRACTION JOINT
OVER & IN FRONT OF PIPE

PAVEMENT
SURFACE

CONTRACTION JOINTS 10
FEET O.C. MAXIMUM

CONSTRUCT BATTER ON
CURB FACE WITH FORMS

(3) 16" #4 REBAR WITH 8"
EMBEDMENT ON EACH SIDE

SAWCUT 4" DEEP
(MINIMUM)

NOTES

MIX CONCRETE.

e WHERE CONCRETE PAVEMENT WILL BE USED, CONTRACTION JOINTS SHALL BE PLACED TO MATCH TRANSVERSE CONTRACTION
JOINT LOCATIONS IN STREET PAVEMENT AND 16" #4 REBAR TIE BARS SHALL BE PLACED IN GREEN CONCRETE.

e CURB AND GUTTER SURFACES SHALL HAVE A BROOM FINISH PARALLEL TO THE LENGTH OF THE CURB.

e SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI FIELD STRENGTH (3450 PSI LAB STRENGTH) 6.0 SACK

e CURBS AND COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX CONCRETE

Stanley A Petroff s 225524 wasssorar
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(77

PLACE UNDERDRAINS NEAR
CORNERS OF BUILDING OR
DOWNSPOUT LOCATIONS
WHERE STRUCTURES EXIST

PLACE CONTRACTION JOINT
OVER TOP OF UNDERDRAINS
SEE SECTION B-B BELOW

SIDEWALK

| W B W W [ =

CURB & GUTTER

PLACE UNDERDRAINS APPROXIMATELY 5'
FROM PROPERTY CORNERS FOR NEW
DEVELOPMENTS TWO PER LOT MINIMUM
75' ON CENTER MINIMUM

WEEP HOLES & UNDERDRAINS NEAR
DRIVEWAY APRONS SHALL BE SET
BACK 6" MINIMUM FROM TRANSITION WING

A

SECTIONA-A

PLACE WEEP HOLE 1/4"
ABOVE GUTTER FLOW LINE

—B

SIDEWALK WIDTH
(PER PLANS)

4" MINIMUM P.C. CONCRETE

3" DIA SCHEDULE 40 PVC PIPE 1/4" PER
FOOT SLOPE (MINIMUM)

SECTIONB -B

/ TOOL CONTRACTION JOINT OVER PIPE

2" MINIMUM OF 3/4" MINUS
COMPACTED AGGREGATE BASE

4" MINIMUM P.C. CONCRETE

\ 2" MINIMUM OF 3/4" MINUS

COMPACTED AGGREGATE BASE

3" DIA SCHEDULE 40 PVC PIPE /

NOTES

6.0 SACK MIX CONCRETE

CONCRETE

CONNECTIONS BEHIND THE PROPERTY LINE MAY REQUIRE A PLUMBING PERMIT FROM THE BUILDING DEPARTMENT
UNDERDRAINS SHALL BE 3" SCHEDULE 40 PVC PIPE.
SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI MINIMUM FIELD STRENGTH (3450 PSI LAB STRENGTH)

CURBS & COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI MINIMUM FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX

Digitaly signed by Stanley A Petroff
Dae: 2025.05.29 09:53:21-07'00"

Stanley A Petroff
</O OREGON A

>
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DO NOT USE THIS DETAIL FOR STANDARD CURB REMOVAL -
REFER TO STANDARD DRAWING 3-7

SAWCUT 4" DEEP (MINIMUM)

EPOXY AND INSERT (3) 16" #4 REBAR
PRIOR TO POURING NEW CURB

(2) SAWCUT 4" DEEP (MIN) AS NECESSARY TO

(1) REPLACE CURB & GUTTER PROVIDE UNIFORM BONDING SURFACE
(3) TACK COAT BOTH FACES AND BOTTOM
3FT (IF APPLICABLE)
(4) PLACE HOT MIX ASPHALT AND USE
MECHANICAL COMPACTION EQUIPMENT

TO ACHIEVE REQUIRED DENSITY

(5) SEAL ALL JOINTS WITH POLYMERIZED
ASPHALT

L4" MINIMUM OR MATCH EXISTING IF GREATER

NOTES

EXISTING GUTTER BAR SHALL NOT BE REMOVED WITHOUT PRIOR APPROVAL BY THE CITY

CURB CUT WIDTH SHALL BE IN ACCORDANCE WITH PERMIT

REFER TO SPRINGFIELD STANDARD SPECIFICATIONS FOR ROADWAY STRUCTURE COMPACTION REQUIREMENTS

SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI MINIMUM FIELD STRENGTH (3450 PSI LAB STRENGTH)
6.0 SACK MIX CONCRETE

CURBS & COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI MINIMUM FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX
CONCRETE

Stanley A Petroff' ose 202505 26 0952:15.0700

CURB & GUTTER

ey REMOVAL & REPLACEMENT

Digitally signed by Stanley A Petroff
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CONTRACTION JOINTS-WIDTH MATCH SIDEWALK WIDTH ( 5' ON CENTER TYPICAL)

et ot o S S

SIDEWA

B

A

WIDTH PER PLANS
5' MINIMUM

\

\ \ \ \
L VA VA VA {
\ CURB & GUTTER\ \ \ \
/ / / /
\?7 EXPANSION JOINTS 30' ON CENTER MAXIMUM‘A\
(SAWCUT)
CURBSIDE SIDEWALK
50:1 MAXIMUM SLOPE |
SIDEWALK WIDTH PER PLANS (5' TYPICAL)
PAVING | CURB & GUTTER w |
=
o >
Q E
& ¢ i
& & S
N
/\O%{b;\vy@\oe 2 | | |:| T |—_| | |:| 1F [
&ESE prrll - —
S LK —
é/q-‘?é\@fo 2l |5
QQOQO X
© 2" MINIMUM OF 3/4" MINUS
FIRM COMPACTED SUBGRADE AGGREGATE BASE

AGGREGATE BASE

4" MINIMUM P.C. CONCRETE
PLACED PRIOR TO STREET PAVEMENT

SETBACK SIDEWALK

4H : 1V MAXIMUM SLOPE TO PROPERTY LINE

PROPERTY LINE

50:1 TYPICAL SLOPE 50:1 MAXIMUM SLOPE
PLANTER STRIP WIDTH PER PLANS (4.5' TYPICAL) SIDEWALK WIDTH PER PLANS (5' TYPICAL)

CURB & GUTTER t |

PAVING

2" MINIMUM OF 3/4" MINUS
AGGREGATE BASE: AGGREGATE BASE

PLACED PRIOR TO STREET PAVEMENT
4" MINIMUM P.C. CONCRETE:

NOTES

e NO ABOVE-GROUND FACILITIES (FIRE HYDRANTS, POWER POLES, CATCH BASINS, VALVES, J-BOXES, ETC.) SHALL BE PERMITTED
WITHIN THE SIDEWALK AREA

e ALL SURFACES SHALL HAVE A BROOM FINISH.

e SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI FIELD STRENGTH (3450 PSI LAB STRENGTH) 6.0 SACK
MIX CONCRETE

e CURBS & COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX CONCRETE

SIDEWALK

SPRINGFIELD

Stanley A Petroff 8 2t wamssorcs

c/o OREGON A
/1/5 14 ,’LQQ
e
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NEW SIDEWALK STANDARD SINGLE MAILBOX

’—>A

. 5" MINIMUM
& TRANSITION OR EQUAL TO BLOCK OUT
(TYPICAL) LENGTH IF GREATER ADDITIONAL RIGHT OF WAY
SHALL BE DEDICATED AS
NECESSARY TO CONTAIN
* THE PEDESTRIAN PATH
18" SWING 5 3 T
AWAY S > > 3
-
woof SincLeposT st
> » ) INGLE POST
. » SPQA[')NF'."/Q%" ONE MAILBOX
z N 12" x 18" BLOCK OUT t
SIDEWALK WIDTH' | § > ‘
s |z >
ORMATCH  “|SE 2"acORPCCWITH . 5 P a0 > v
EXISTING 20 EXPANSION JOINT 3
gz - v 3
x >
S gz v R t 1 5
. >
CURB b 8 > 2

B BLOCKOUTLENGTH B

FOR MULTIPLE MAILBOX INSTALL
USE ODOT STANDARD DRAWING
RM-100 AND RM-101. A

CURB SIDE SIDEWALK

4EA. 14" @ x2"LAG
SCREW OR 2" 16d GALV

PLATE 2' NOMINAL
THICK % MAILBOX. NAILS FOR BOX TO PLATE.
SIZE N 1
L7
2EA 1/4" @ x 4" LAG
2EA1/4" O x 4" LAG SCREW FOR PLATE/BOX
SCREW FOR PLATE/BOX TO POST
TOPOST
—=C
2 <
h < a
7 . < a
a
& i < 4
EXISTING SIDEWALK a < a
@ 2 < a
NEW SIDEWALK < 4 4 . 4 <
< P 4
< ]
e 2
a4 a7, 5
2
<
SINGLE POST
NE MAILBOX PER POST

12" x 18" BLOCK OUT TYP.

CURB

3 MIN
CLEARANCE
* 15"? O o) —
[
12

D BLOCK OUT LENGTH D

SETBACK SIDEWALK

SECTIONA-A

MAILBOX 6"-8" BACK
OF FACE OF CURB

2" DIA HOLES
(6"x6" POST ONLY)

2" AC OR PCC WITH
EXPANSION JOINTS ON-
ALL FOUR SIDES

AGGREGATE
BAS|

SETPOSTIN ¢

AGGREGATE BASE

5'MIN:

SECTIONB-B

3'MIN
- CLEARANCE =
PLATE 2x WIDTH TO

MATCH BOTTOM OF
BOX

2" DIA HOLES
(6"x6" POST ONLY)

2" AC OR PCC WITH
EXPANSION JOINTS ON
ALL FOUR SIDES (IN

SIDEWALK ONLY)

SET POST IN
AGGREGATE BASE

SECTIONC-C

MAILBOX 6"-8" BACK
OF FACE OF CURB

4"x4" OR 6"x6" POST
4"x4" OR 6'x6"
2" DIA HOLES WOOD POST

(6"x6" POST ONLY)

GRASS/PLANTING

SET POSTIN
AGGREGATE BASE

(— MIN——H}—‘

SECTIOND -D

3 MIN
CLEARANCE
PLATE 2x WIDTH TO
MATCH BOTTOM OF
BOX

2" DIA HOLES
(6"x6" POST ONLY)

4"x4" OR 6"X6"
WOOD POST

47
18" 17

=

R
=

&

SET POST IN
AGGREGATE BASE

NOTES

L]
AND THE UNITED STATES POST OFFICE, BY AGREEMENT.
L]
AMERICANS WITH DISABILITIES ACT.
L]
MIX
L]

CONCRETE

THE PERMANENT LOCATION OF MAILBOXES AND NEIGHBORHOOD DELIVERY BOXES IS DETERMINED BY THE CITY OF SPRINGFIELD
NEIGHBORHOOD DELIVERY BOXES SHALL BE SUPPLIED AND INSTALLED BY THE U.S. POSTAL SERVICE IN ACCORDANCE WITH THE
SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI FIELD STRENGTH (3450 PSI LAB STRENGTH) 6.0 SACK

CONCRETE CURBS & COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX

SPRINGFIELD

OREGON

EXP DATE: 12-31-2026

NEW SIDEWALK SINGLE
MAILBOX PLACEMENT

STANDARD
DRAWING

NO | REVISION DATE | BY [ APPR.
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6" THICK 3000 PSI FIELD
Ii STRENGTH (3450 PSI LAB
STRENGTH) 6.0 SACK MIX

CONCRETE ON 2" OF
DRIVEWAY WIDTH COMPACTED 3/4" MINUS
r QB\(T ISOLATION JOINTS CRUSHED ROCK

E V— DEPRESS 3"
X ‘=

AN
LN G

>\3 AN /

C————

- /\ \ \

\ 3'MIN \ THROAT WIDTH \ 3' MIN
PROJECTION OF 12 FT MIN- 30 FT OR 50% FRONTAGE MAX

PROPERTY LINE

CURB CUT WIDTH

1 FT MINIMUM (TYPICAL) DRIVEWAY TRANSITION WING SHALL NOT EXTEND

BEYOND PROJECTION OF PROPERTY LINE

NOTES

SIDEWALK ACCESS RAMP NOTES

NO ABOVE-GROUND FACILITIES (FIRE HYDRANTS, POWER POLES, CATCH BASINS, VALVES, J-BOXES, ETC.) SHALL BE PERMITTED
WITHIN THE APRON AREA

THIS STANDARD DRAWING SHALL BE USED FOR SINGLE FAMILY HOMES AND DUPLEXES ONLY. REFER TO COMMERCIAL DRIVEWAY
APRON DRAWING(S) FOR OTHER DEVELOPMENT TYPES.

THROAT WIDTH SHALL BE BETWEEN 12 FEET (MINIMUM) AND 30 FEET OR 50% OF TOTAL LOT FRONTAGE(MAXIMUM).

ALL SURFACES SHALL HAVE A BROOM FINISH.

REFER TO STANDARD DRAWING 3-7 FOR CURB CUT DETAILS.

CONCRETE IN APPROACH AND SIDEWALK BEHIND APPROACH SHALL BE 6" THICK (MINIMUM) ON 2" OF 3/4" MINUS CRUSHED ROCK.
NO REINFORCEMENT IS REQUIRED.

A CONTRACTION (SCORE) JOINT SHALL BE ADDED IN THE CENTER OF THE APRON WHEN THE THROAT WIDTH EXCEEDS 20 FT.
SIDEWALKS, ACCESS RAMPS, AND RESIDENTIAL DRIVEWAYS SHALL BE 3000 PSI FIELD STRENGTH (3450 PSI LAB STRENGTH) 6.0 SACK
MIX CONCRETE.

CURBS & COMMERCIAL DRIVEWAYS SHALL BE 3500 PSI FIELD STRENGTH (4025 PSI LAB STRENGTH) 6.3 SACK MIX CONCRETE.

THIS DRIVEWAY APPROACH MAY NOT BE USED AS A SIDEWALK ACCESS RAMP. REFER TO STANDARD DRAWING 3-20.
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RESIDENTIAL DRIVEWAY

SPRINGFIELD APRON CURBSIDE SIDEWALK
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